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The Texas Real Estate Commission (the Commission) developed the following materials with the assistance 

of a content writing group using information gathered from publications, presentations, and general re-

search. The Commission provides this information with the express understanding that the information is 

of a general character and neither the Commission nor its employees, agents, consultants, and/or affiliates 

are engaged in providing legal, accounting, or other professional advice. This is not a substitute for the ad-

vice of an attorney. You should not rely on this information when dealing with personal legal or other 

matters; rather, you should seek advice from retained legal counsel or other professional, as applicable.  

 

While effort is made to provide content that is complete, accurate, and timely, the Commission cannot 

guarantee the accuracy and totality of the information contained in these materials (for instance, laws and 

rules discussed in these materials may have been excerpted, summarized or abbreviated; for a complete 

understanding and discussion, consult a full version of any relevant law).  

 

The Commission and its employees, agents, consultants, and/or affiliates disclaim any and all liability, loss, 

or risk, personal or otherwise, incurred as a consequence, directly or indirectly, from the reliance, use, 

and/or application of any of the information contained in these materials or in the educational presenta-

tions or lectures given in connection with these materials. 

 

Certain links provided with this information may connect to websites maintained by third parties. The 

Commission has no control over these websites or the information, goods, or services provided by third 

parties. The Commission shall have no liability for any use or reliance by a user on these third-party web-

sites. 

 

When using these materials for the Inspector Legal & Ethics and Standards of Practice Review 

course, as required by the Commission, the materials must be reproduced and used in their 

entirety, without omission or alteration.  
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Texas Standard Report Form — Report Writing 

Learning Objectives 

After this module, you will be able to: 

 Apply the requirements for completing the Standard 
Report Form. 

 Discover terms and keywords to use to communi-
cate findings in an informative concise manner. 

 Be aware of terms to avoid when completing an in-
spection report. 

 Create descriptive and constructive statements to 
describe deficiencies based on the inspection expe-
rience.  

 

Overview 

Home inspectors communicate with their clients 

through written reports and verbal discussions. Commu-

nications can be face-to-face, by email, or over the tele-

phone. While the discussions often add to the client’s 

understanding and comfort, it is the written report that 

documents the inspection results and can be referenced 

weeks, months or even years after the inspection. It is 

the written record against which others will judge an 

inspector's work.  

In Texas, use of the TREC Standard Inspection Report 

Form is required.  Always refer to the TREC website to 

ensure you are using the most current form.  See Ap-

pendix A. This form is designed to provide consistency in 

reporting for inspectors and clients.  An inspector may 

reproduce information contained in this form using 

technology tools, but the information must be reported 

exactly as it appears on the form.  TREC rule §535.223 

describes acceptable customizations that may be made.   

  

The Standard Inspection Report Form 

The Texas Standard Inspection Report contains more 

than just space for reporting the status of certain sys-

tems and components. The first two pages of the report, 

commonly referred to as “The Preamble”, include im-

portant information for the inspector and client to un-

derstand regarding the inspection.  

The first two pages of the report form include four ele-

ments: 

1. The Client and Inspector’s information; 

2. The Purpose, Limitations and Inspector/Client Re-

sponsibilities; 

3. The Texas Real Estate Consumer Notice Concerning 

Hazards or Deficiencies; and 

4. Additional Information Provided by the Inspector 
(optional). 

 

Speaking of refreshers…TREC rule §535.223 contains the 
requirements and deviations allowed on the Standard 
Inspection Report Form.  
 

The rest of the report identifies the six systems of in-
spection.    

I. I. Structural Systems 

II. II. Electrical Systems 

III. III. Heating, Ventilation, and Air Conditioning Sys-
tems (HVAC) 

IV. IV. Plumbing Systems 

V. V. Appliances 

VI. VI. Optional Systems 
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Completing the Standard Report Form 

The top section of the report form identifies four poten-
tial findings and defines them as: 

I = Inspected 
 

NI = Not Inspected 
 

NP = Not Present 

D = Deficient 

For each item to be inspected, there are four boxes that 
can be checked directly under the appropriate legend 
and additional room to write comments below the 
check boxes. More than one box for each item may be 
checked. For example, the “I” box and “D” box may be 
marked if an item is inspected and a deficiency is ob-
served. When the “NP” box is checked, a comment may 
be helpful to further explain the lack of an item. It may 
not be a problem if something is not present, such as no 
fireplace or chimney. However, the lack of a roof cover-
ing is a serious problem.   

If an item is inspected and no deficiencies are observed, 
checking “I” for Inspected is all that is required. The cli-
ent is then informed that an item was inspected and 
there are no observed deficiencies to report. Inspectors 
are allowed, and in some cases required, to check more 
than one of the check boxes. 

If an inspector finds an item Deficient, the inspec-
tor will check “D.” It is not necessary to check both 
“I” and “D,” since checking “D” indicates the item 
was inspected.  However, it is not wrong to check 
both.   

If an item cannot be inspected because it was buried, 
hidden, latent or concealed, “NI” is checked, and an ex-
planation is required in the comments section as to why 
an item was not inspected. If an item is present on the 
property it must be inspected, unless the client agrees 
to the exclusion of the item or something prevents safe 
inspection of the item.  If the client agrees to exclude an 
item from the inspection, it should be noted in the com-
ments section for that item.   

An inspector can check up to three applicable boxes.  

For example, an inspection of an oven could have three 

boxes checked. First, I (inspected) is checked for the 

overall visual inspection.  If there was a broken knob for 

one of the burners, D (deficient) is checked.  Since the 

performance of the fourth burner with the broken knob 

could not be inspected for performance, NI (not inspect-

ed) would be checked. An explanation should be provid-

ed in the comments section.   

The comments section is used to report the condi-
tion and location of the deficient item. For exam-
ple, if there is a cracked commode, the inspector 
should use the comments section to report the 
deficiency and identify which bathroom the 
cracked commode is in. 

The comments section may also be used to define the 

scope of the inspection of a particular item. For exam-

ple, when it is very hot outside, the heating system may 

only be operated briefly or not at all. 

A list of components that are typically part of an inspec-

tion item can be included in the comments section.  For 

example, one could include Kitchen, Bathroom #1, Bath-

room #2, and Laundry area in the comments section of 

Plumbing Systems on the report form.  It is not a good 

idea to use this space to include rarely found items, like 

bidets. Preprinted forms may be printed with room for 

several furnaces and related components, but not five 

furnaces, because you are not likely to find five furnaces 

in one structure on a regular basis. 

The rest of the pages simply list the standard and op-

tional items. You may have noticed that some items 

seem quite specific and others are rather general. Com-

pare Dryer Exhaust Systems against Heating Equipment, 

for example. Heating equipment is a much broader and 

more complex system component. In heating, there may 

As a reminder, check boxes cannot be replaced with 

circles or brackets.  The word “Comments:” cannot be 

moved to another location on the Report Form.   
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be several specific components marked as deficient. 
These must be identified individually in the appropriate 
Comments section. These must be identified individually 
in the appropriate Comments section. 

Additional items in some categories are deemed im-
portant enough to be included in the Standard Inspec-
tion Report Form as per the Texas Standards of Practice. 
However, not everything required in the Standards is 
listed in the Report Form. For example; 

1. In the foundation section, inspectors are required to 
report how the crawl space was viewed, but the re-
port does not specify this.  

2. In the cooling section, evaporative coolers are re-
quired to be reported as one-or two-speed, but the 
report does not specify this. 

3. In the private water wells section, the proximity of a 
septic system must be reported, but this is not speci-
fied as a line item on the report. Similarly, there is a 
requirement in the individual private sewage sys-
tems section to report on proximity to private water 
wells and other things. 

4. In the individual private sewage systems section, 

there is a requirement to report the type of system 

and location of the drainfield, if possible. The report 

does not specify this. 

Report Writing Tips 

Inspecting real property is a communication business 

and must be concise yet thorough.   The challenge for an 

inspector is to communicate findings in an informative 

and clear manner. Information should be conveyed so all 

readers have a complete understanding of the condition 

and consequences of the condition noted in the report. 

The report should provide well-defined explanations and 

include the implications and ramifications that may re-

sult from the condition.  

The client should be able to understand what is con-

tained in the report; such as what the problem is, where 

it is located and the seriousness of the problem. This 

sometimes includes advising a client to seek further 

evaluation by a qualified professional in a specific area. 

Fire, health and safety issues should be clearly ex-

plained.  The client should be able to understand the 

condition of the home and any existing problems or is-

sues so the client can make an informed decision. The 

report should be clear enough to understand the issues, 

even if the client is not present at the property during 

the inspection.  Clarity should be the watchword for the 

written report. 

The job of the inspector is to disclose the general condi-

tion of the property. That is the reason the inspector is 

hired.  The inspector is “NOT” there to: 

 determine who should repair anything; 

 determine when something should be repaired; 

 determine why something doesn’t work; or 

 determine how something should be repaired. 

According to paragraph 7 of the Preamble to the Stand-

ard Report Form, an inspector may recommend the cli-

ent seek a qualified contractor or licensed professional 

for further investigation of items such as:  

 potential maintenance or repair (M/R); 

 further evaluation or service; 

 potential repair or replacement (R/R) of systems or 

system components; or 

 further evaluation of homeowner/handyman work. 

Important Keywords  

These keywords can be tied directly back to the TREC 

Standards of Practice. 

 Accessible or Inaccessible 

 Cosmetic 

 Deficiency or Deficient  

 Performance or Perform 

 Specialized Tools  - “Without using Specialized Tools”  
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What are some reasons that an inspector might rec-

ommend another licensed contractor or professional 

for additional evaluation of a system or component?  



 

 

Important Keywords Continued 

 Specialized Procedures  - “Without using Specialized 

Procedures” 

 Limited Visual Survey  

 Basic Operation of the Systems and Components  

 General Condition 

 At the Time of Inspection 

 Parts, Components, and Systems 

 Determine 

 Conditions beyond the control of the inspector rea-

sonably prevent inspection of ... 

 The conditions or materials are hazardous to the 

health or safety of the inspector to ... 

 

Additional Key Words and Phrases  

Following is a list of some additional key words and 

phrases inspectors might consider using in their reports: 

 appears to be  

 may contain  

 serviceable 

 I don’t know 

 possible 

 suggest 

 appropriate 

 limited 

 due to……. 

 unable to…….  

 ensure safety 

 we advise 

 thorough/complete 

 verify operation 

 not qualified/equipped  

 this unit 

 component 

 comparison 

 this section 

 statistical 

 history of failure 

 infiltration 

 potential 

 susceptible 

 prone to 

 adverse condition 

 further evaluation 

 hazardous condition 
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Additional Key Word and Phrase Continued 

 comprised, observed 

 noted, extensive 

 nearing end of useful life 

 in my opinion 

 highly visible 

 

 

 

What to Avoid in an Inspection Report 

 use of unnecessarily big words 

 use of overly technical terms 

 use of industry jargon 

 use of imprecise descriptives  

 use of vague or ambiguous words 

 use of value scales (Example: 1-10 where 
1=good and 10=bad) 

 
 use of abbreviations (never use abbreviations) 
 
 reporting a system or component appears very 

well maintained or is in excellent condition 
 
 Stating something does not appear to affect the 

structure 
 
 Suggesting what you would do if it were you 

DISCUSSION 

Are any of these words overused or abused? 
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 stating the water heater is broken 

 guaranteeing anything 

 stating the anticipated life span of a system or compo-
nent 

 

Inspector Conduct During an Inspection 

Consider this a gentle reminder of professional conduct 

during the course of an inspection when accompanied by 

the client, a contractor, another inspector, or ANYONE. 

DO NOT criticize how things were installed from a 

“personal” standpoint or “knock” other inspectors or ser-

vice companies. 

Examples of inappropriate statements, remarks, expres-

sions or actions; 

 Deep or exhaustive sighing; 

 Laughing in a derogatory manner; 

 Exclaiming “Oh, my gosh!”, while placing your hand on 

your forehead; 

 negative sounds or gestures; 

 Swearing!; 

 Editorializing, such as “I don’t know if I’d _____ ”; 

 Exclaiming “What an ugly____!”; 

 Asking “Why would you buy this dump?”; 

 Exclaiming “What a horrible____!”; 

 Exclaiming “What a filthy mess!”; 

 Asking “Can you believe this?”; or 

 Smoking cigarettes, chewing gum, or dippin’ tobacco. 



Statement Development 

There are two KEY components to a statement: 

1. Report type of DEFICIENCY or DEFECT.

2. Report the LOCATION of the deficiency or defect.

Note that optional additions to the statement could be 

additional information about the deficiency or recom-

mendations that are meaningful to the client.   

Example: 

Water stains were observed on the ceiling finish material 

in the living room. The cause and remedy should be fur-

ther evaluated and corrected as necessary. 

Limitations and Disclaimers 

A disclaimer is the inspector’s statement of limitation.  

The inspector is telling the clients what they will do and 

what they will not do during the inspection.   

When inspecting a house, inspectors encounter many 

limitations worthy of noting in the report.  Inspectors 

should not be afraid to repeat limitations as needed in 

order to clarify what the inspector is doing and not do-

ing during the inspection.  This will help to ensure trans-

parency with the client.    

Examples: 

The water was turned off to the home at the time of 

the inspection. 

The water was turned off to the structure at the time of 
this inspection. I am unable to check the operation of 
the water fixtures and associated components that use 
water due to this limitation. A limited visual survey of 
the general condition of accessible components will be 
performed and if any deficiencies are observed, they will 
be listed within their related section. 

The home is occupied at the time of the inspection. 

I was unable to inspect the operation of some of the 
windows due to window treatments, personal 
effects, large, heavy or fragile storage and/or furni-
ture.  A limited visual survey of the general condition 
of accessible windows will be performed and if any 
deficiencies are observed, they will be listed within 
the appropriate section. 

Central A/C was not tested due to low outside tem-

perature. 

The operation of the cooling system was not 
checked because the outside ambient temperature 
is below 60 Degrees. If the client has concerns about 
the condition of the cooling equipment, the inspec-
tor recommends hiring a qualified HVAC technician 
for further evaluation.   
A limited visual survey will be performed and if any 
deficiencies are observed, they will be listed in this 
section. 

The interior has been recently painted. 

There is evidence of recent patching and to the inte-
rior finish and prior interior finish repairs. This condi-
tion may limit the inspector’s visual observations 
and ability to render accurate opinions as to the per-
formance of the structure. 

In conclusion, when writing an inspection report, re-

member to: 

 Define exactly what is observed.

 Describe the finding in detail using concise sentenc-
es.

 Recommend further evaluation by a licensed profes-
sional or contractor, as applicable.

 Print clearly so that the client or other readers of the
report can understand it.

 Ensure that all information is accurate.
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Statutory and Rules Update — SOPs and Departure 

Learning Objectives 

After this module you will be able to: 

 Understand your responsibilities to know and prac-
tice according to current rules. 

 Recall statutory changes to the Texas Real Estate 
License Act and Inspector Act. 

 Explain when the SOPs apply. 

 Recall circumstances when departure provisions ap-
ply. 

 Demonstrate understanding of how the Standard 
Inspection Report Form is used. 

Overview 

It is every license holder’s responsibility to know and 

practice according to the current laws and rules. The two 

primary laws that govern the standards for and conduct 

of inspectors in Texas are found in Chapter 1101 and 

1102 of the Texas Occupations Code (TOC) Based on au-

thority granted in these laws, TREC has adopted and 

maintains rules specific to the standards for and respon-

sibilities of inspectors.   

Chapter 1102 of TOC provides TREC regulatory authority 

over the licensing and regulations of Inspectors in Texas. 

While Chapter 1101 of TOC focuses primarily on the reg-

ulation of sales agents and brokers, it also provides the 

Commission the general authority to administer Chapter 

1102.  

TREC Rules Publication 

The rules applicable to inspectors in Texas are detailed in 

Chapter 535, Subchapter R, of Title 22 of the Texas Ad-

ministrative Code (TAC). TREC publishes all proposed 

amendments and adopted rule changes in the Texas 

Register. TREC also notifies license holders of proposed 

and adopted rule changes eight times each year through 

the Inspector Insight, TREC’s electronic newsletter for 

real estate inspectors. Recently adopted or proposed 

rules are included on the TREC website. 

https://www.trec.texas.gov/rules-and-laws 

 

Key TREC Rule Changes since 2019 

§535.218 Continuing Education Required for Renewal 

(effective 3/5/19) 

The revision allows inspectors to receive continuing edu-

cation credit for courses applicable to inspectors that are 

taken to satisfy continuing education requirements for 

an occupational license issued by another Texas govern-

mental body. 

§535.219 Schedule of Administrative Penalties 

(effective 3/5/19) 

This change added a statutory violation to the to the 

penalty matrix, which was inadvertently omitted. 

§535.220 Professional Conduct and Ethics (effective 

3/5/19) 

This change tied the section back to the parallel require-

ment of §531.18, which was recently updated to provide 

more flexibility for license holders when linking to the 

required Consumer Protection Notice form. 
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§535.218 Continuing Education Required for Renewal 

(effective 9/2/2019) 

Continuing education topics required for inspectors to 

renew their licenses are listed and are no longer cross 

referenced to §535.213 which was repealed and shall 

expire effective February 28, 2021. The rule includes the 

minimum requirements for receiving continuing educa-

tion credit for a ride-along inspection course (now only 

available for CE). Lastly, the amendment expanded the 

ability for an inspector to receive up to four hours of CE 

credit per license period by attending any Texas Real Es-

tate Inspector Committee meeting. 

 

§535.222 Inspection Reports (effective 9/2/2019) 

This change reduced the amount of time an inspector has 

to deliver a report from 3 days to 2 days and clarifies that 

the delivery of an inspection report is not required until 

the inspector receives payment for services.   

    

§535.209 Examinations (effective 8/31/2020) 

This change provides new inspector applicants the op-

portunity to complete the national education and take 

the national exam prior to taking the state education and 

the state exam.  An applicant may still choose to take all 

pre-licensing education and sit for the national and state 

exams at the same time.  This change coincides with 

changes to inspector pre-licensing education and experi-

ence effective March 1, 2021. This rule further identifies 

specific courses that must be taken if an applicant fails 

the national or state exam three times.   

  

§535.212 Education and Experience, Requirements for a 

License (effective 8/31/2020) 

These revisions significantly streamline the pre-licensing 

education and experience requirements for inspectors. 

Currently, there are three license types for inspectors: 

apprentice, real estate and professional.  The more expe-

rienced license types (real estate and professional) can 

be attained through experience and sponsorship or 

through substitute coursework, which includes a hands-

on practicum.   The rule sets out each path in one place 

and reduces the total hours of coursework and field work 

for the substitute paths to be more in line with other 

states requirements.  Additionally, the requirement to 

duplicate coursework was removed.   

  

§535.213 Qualifying Real Estate Inspector Courses 

(effective 8/31/2020) 

Revisions to pre-licensing course work more closely track 

the guidelines for the national exam and create improved 

Texas modules along with a practicum that will satisfy 

the field component of training.   

  

 §531.18 Consumer Information (effective 2/2021) 

The amendment to the Consumer Protection Notice adds 

a statement to alert consumers that inspectors licensed 

by TREC are required to maintain errors and omissions 

insurance to cover losses arising from the performance of 

a real estate inspection in a negligent or incompetent 

manner. See Appendix B for Form CN 1-3. 

 

 

 

 

 

 

Standards of Practice Reminder 

Overview  

Section 1102.058 of the TOC requires the Texas Real Es-

tate Inspector Committee (Inspector Committee) to de-

velop rules relating to standards of practice for real es-

tate inspection. TREC rules §535.227-§535.233 establish 

the minimum requirements. 

The Standards of Practice (SOPs) are applicable to all in-

spectors licensed in Texas when performing a real estate 

inspection for a client.  

 

 

DISCUSSION 

1. How can an inspector get involved in the rule-

making process?  

2. What kind of continuing education is accepted 

beyond TREC Providers?  
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TREC Rule §535.227(a) - Scope 

When do the SOPs apply?  

The SOPs apply to an inspection, conducted by an inspec-

tor licensed in Texas, for a prospective buyer or seller of 

a one-to-four family unit that is substantially completed. 

In other words, the SOPs apply only when an inspection 

is being performed on a property that is the subject of a 

real estate transaction.  

When are the SOPs not applicable? 

In general, the SOPs do not apply to systems or compo-

nents not listed within the SOPs. The SOPs do not apply 

to cosmetic or aesthetic conditions, including wear and 

tear from ordinary use. A real estate inspection is a lim-

ited visual survey and basic performance evaluation of 

the systems and components of a building using normal 

controls that provides information regarding the general 

condition of a property at the time of inspection. It is not 

intended to be a comprehensive investigation or explora-

tory probe to determine the cause or effect of deficien-

cies noted by the inspector.  

While the SOPs establish minimum requirements, noth-

ing prohibits an inspector from providing a higher level of 

inspection than required by the SOPs or from inspecting 

components and systems in addition to those specifically 

listed under the SOPs. However, inspectors must be com-

petent to inspect and report on systems or items beyond 

the scope of the SOPs.   

TREC Rule §535.227(f) - Departure Provision 

This section of the SOPs authorizes an inspector to forgo 

inspecting a component or system required by the SOPs 

under certain circumstances. These circumstances in-

clude:  

 The inspector and the inspector's client agree that

the item is not to be inspected;

 The inspector is not qualified to inspect the item;

 The item to be inspected is a common element of a

multifamily development and is not in physical con-

tact with the unit being inspected; and

 The inspector determines, using reasonable judg-

ment, that

ο conditions exist that prevent the inspection 

of an item; 

ο conditions or materials are hazardous to the 

health or safety of the inspector; or 

ο the actions of the inspector could cause 

damage to the property. 

If an inspector intends to forgo inspecting a component 

or system required by the SOPs based on the circum-

stances listed above, the inspector is required to notify 

the client at the earliest practical opportunity that the 

component or system will not be inspected and make 

the appropriate notation on the Standard Inspection Re-

port Form, including the reason(s) the component or sys-

tem was not inspected.  

Routine Departure From the SOPs 

An inspector is required to notify a client or prospective 

client at first contact if the inspector routinely forgoes 

inspecting a particular component or system required by 

the SOPs, and the inspector has reason to believe that 

property includes that component or system.  

DISCUSSION 

1. List examples of when an inspector does not
have to use the Standard Report Form.

2. Discuss the difference in application of the de-
parture provisions based on whether it is a rou-
tine practice or applied to a specific home in-
spection.

3. Does the fact that optional items are in the SOP
imply that TREC inspectors are qualified to per-
form an inspection on all optional items?

4. What are some reasons an inspector may
choose not to walk a roof?
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Case Study – Give Your Notice Before Departing 

Facts:  A licensed professional inspector was hired by 

the buyer to perform an inspection.  The inspector 

inspected the plumbing supply, distribution systems 

and fixtures. As part of the inspection, the inspector 

was required to visually inspect the plumbing compo-

nents located inside a plumbing chase adjacent to the 

shower enclosure. This interior panel was readily ac-

cessible for inspection and opened to reveal pipes, 

fittings, shower pan and liner.  The inspector failed to 

open the access panel and did not inspect for visible 

deficiencies. 

Analysis:  An inspector may depart from the inspec-

tion of a component or system required by the stand-

ards of practice if in the reasonable judgment of the 

inspector, the inspector determines that conditions 

exist that prevent inspection of an item. However, the 

inspector was required to notify the client and make 

an appropriate notation on the inspection report 

form, stating the reason the component or system 

was not inspected. 

Result:  The inspector entered into an agreed order 
resulting in a formal reprimand and administrative 
penalty of $1,100 for a violation of 22 Tex. Admin. 
Code §535.227(f)(2)(B), failing to make an appropriate 
notation on the inspection report form, stating the 
reason a component or system was not inspected 
(The order also addressed other violations). 
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Inspector Duties, Responsibilities, and Ethics 

Learning Objectives  

After this chapter you will be able to: 

 Explain the minimum level of competence for Texas 

licensing. 

 Distinguish between direct and indirect supervision 

of an apprentice and real estate inspector. 

 Recall consumer notice requirements. 

 Describe examples of compliant advertising. 

 Describe the duties and responsibilities owed to the 

client. 

 Recall best practices to enhance inspector-client 

relationships. 

 Explain inspector independence. 

 Discuss best practices in obtaining client permission. 

Competency 

Inspectors must meet minimum competency standards 

for licensure in Texas by:  

 completing qualifying courses;

 satisfying the experience requirement (by either

completing a required number of inspections or the

required practicum); and

 passing the national and state licensing exams.

Licensed inspectors must continue to demonstrate pro-

fessional competency before they are eligible to renew 

a license, which is measured by completing required 

inspector continuing education (ICE). 

In addition to the licensing requirements, inspectors 

must adhere to the minimum standards of competency 

established by the TREC Standards of Practice (22 TAC 

§535.227-§535.233).

If a complaint is filed and it is discovered an inspector 

failed to comply with the SOPs, the inspector could be 

found to be in violation by performing an inspection in a 

“Negligent or Incompetent Manner.” 

Duty to Report Certain Information to TREC 

An inspector must report the following to TREC within 

30 days:  

 Addition or termination of a DBA;

 Changes to company name;

 Changes to contact information; and

 New felony conviction or misdemeanor involving

fraud.

Duties of a Sponsoring Inspector – What You Need 

to Know 

Only a licensed professional inspector may serve as a 

sponsor in Texas. The law imposes many duties on spon-

soring professional inspectors. These duties are listed in 

TREC rule §535.226, in summary:  

(a) An apprentice inspector or real estate inspector

may only be sponsored by one licensed profes-

sional inspector.

(b) A change in sponsorship must be reported to

the Commission immediately. If the sponsorship

ended because the professional inspector termi-

11   Module 3 

https://texreg.sos.state.tx.us/public/readtac$ext.TacPage?sl=R&app=9&p_dir=&p_rloc=&p_tloc=&p_ploc=&pg=1&p_tac=&ti=22&pt=23&ch=535&rl=227
https://texreg.sos.state.tx.us/public/readtac$ext.TacPage?sl=R&app=9&p_dir=&p_rloc=&p_tloc=&p_ploc=&pg=1&p_tac=&ti=22&pt=23&ch=535&rl=227
https://texreg.sos.state.tx.us/public/readtac$ext.TacPage?sl=R&app=9&p_dir=&p_rloc=&p_tloc=&p_ploc=&pg=1&p_tac=&ti=22&pt=23&ch=535&rl=233
https://texreg.sos.state.tx.us/public/readtac$ext.TacPage?sl=R&app=9&p_dir=&p_rloc=&p_tloc=&p_ploc=&pg=1&p_tac=&ti=22&pt=23&ch=535&rl=226


nated the sponsorship, the professional inspec-

tor must immediately notify the apprentice or 

real estate inspector in writing. If the sponsor-

ship ended because the apprentice inspector or 

real estate inspector ended the sponsorship, the 

apprentice inspector or real estate inspector 

shall immediately notify the professional inspec-

tor in writing. 

(c) An apprentice inspector or real estate inspector

on active status may act for the new sponsoring

professional inspector once the Commission has

been notified of the change and any required fee

has been submitted. If the apprentice or real es-

tate inspector is on inactive status, the return to

active status is subject to the requirements of

TREC rule §535.226.

(d) A professional inspector is responsible for the

conduct of a sponsored apprentice inspector.  At

a minimum, the professional inspector must pro-

vide direct supervision of the apprentice inspec-

tor by:

(1) accompanying the apprentice inspector

during the performance of all inspections

or arranging for a real estate inspector to

accompany the apprentice; and

(2) reviewing all written inspection report

prepared by the apprentice inspector for

compliance with the provisions of the

SOPs.

(e) A professional inspector is responsible for the

conduct of a sponsored real estate inspector.

The professional inspector must provide indirect

supervision in a manner that protects the public

when dealing with the real estate inspector. At a

minimum a professional inspector shall provide

indirect supervision of the real estate inspector

by:

(1) communicating with the real estate in-

spector on a regular basis about the in-

spections being performed; and

(2) regularly reviewing inspection reports

prepared by the real estate inspector for 

compliance with the provisions of the 

SOPs. 

(f) A sponsoring professional inspector may dele-

gate the supervision of an apprentice inspector

or real estate inspector to another professional

inspector who is qualified to sponsor, but the

sponsor remains responsible for the conduct of

the sponsored inspector.

The Sponsoring Inspector's Purpose 

A professional inspector who chooses to sponsor can 

serve several purposes in the industry. A sponsor pro-

vides one path for a person to become a licensed real 

estate inspector or professional inspector. Serving as a 

sponsoring inspector also provides the opportunity for a 

professional real estate inspector to expand their inspec-

tion business to be a multi-inspector company. Becoming 

a sponsor also allows professional inspectors to have 

assistance, especially when inspecting larger homes.  

Professional inspectors may sponsor both apprentice 

inspectors and real estate inspectors; however, the level 

of required supervision is different for each. Professional 

inspectors must provide direct supervision for apprentic-

es and indirect supervision for real estate inspectors.  

Direct Supervision 

Direct supervision requires the sponsoring inspector to 

be present on site when an apprentice conducts an in-

spection. If a professional inspector cannot be present 

on site, they must arrange for another licensed real es-

tate inspector to be present with the apprentice during 

the inspection. TREC rules allow a sponsoring profession-

al inspector to delegate supervision of an apprentice to 

another inspector qualified to be a sponsor, but the 

sponsoring professional inspector remains responsible 

for the conduct of the persons sponsored. Direct supervi-

sion also requires the sponsoring professional inspector 

to review all inspection reports prepared by an appren-

tice to make sure that the apprentice is following the 

Texas SOPs.  

Indirect Supervision 

In contrast, indirect supervision does not require a spon-

soring inspector to be present on site when a licensed 

real estate inspector conducts an inspection. The spon-
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soring inspector must still communicate regularly with 

the real estate inspector and review the inspector's re-

ports on a regular basis.  

  

Consumer Information  

Consumer Protection Notice (TREC No. CN 1-3)  

Inspectors must provide notice to consumers and service 

recipients regarding the ability to file a complaint with 

TREC and the availability of the Inspector Recovery Fund. 

The Consumer Protection Notice  (TREC Form CN 1-3) 

also includes a statement to alert consumers that inspec-

tors licensed by TREC are required to maintain errors and 

omissions insurance to cover losses arising from the per-

formance of a real estate inspection in a negligent or in-

competent manner. See Appendix B. TREC rules require 

inspectors to post the notice in a readily noticeable loca-

tion in each place of business maintained by the inspec-

tor (TREC rule §535.220). If an inspector has a business 

website, they are also required to post a link to the no-

tice on the website. The link must be in a readily noticea-

ble place on the homepage of the website and must be 

labeled:  

 "Texas Real Estate Commission Consumer Protection 

Notice" in at least a I0-point font; or 

 "TREC Protection Notice" in at least a 12-point font. 

Section 1102.364 (TOC) also allows additional methods 

to provide the required notice to consumers about the 

Inspector Recovery Fund if an inspector does not have a 

place of business or a business website. 

No place of business? No website?  

There are three other ways in which the inspector can 

provide notice, which may be:  

 on a written contract for the inspector's services; 

 on a brochure that the inspector distributes; or 

 on an invoice or receipt for the inspector's services. 

 

Advertising  

There are a number of different ways that inspectors can 

advertise their business and services, and there are a 

number of different target markets inspectors can focus 

on to achieve the highest impact for their advertising 

dollar.  However, guidelines must be followed by inspec-

tors when they advertise their services.  

TREC rule §535.221 details guidelines for inspector ad-

vertising. Advertisements include all communications 

created or caused to be created by a licensed inspector 

for the purpose of inducing or attempting to induce a 

member of the public to use the services of the inspec-

tor. These include but are not limited to the following 

types of communication:  

 inspection reports; 

 business cards, invoices; 

 signs, brochures; 

 email; 

 websites, including pop-ups and chat features; 

 electronic transmissions; 

 text messages; 

 purchased telephone directory display; and 

 advertising by newspaper, radio, and television. 

Additionally, TREC rule §535.44 prohibits an inspector 

from using the TREC seal or logo in any advertisement or 

on the inspector's website. 

An advertisement for a professional real estate inspec-

tor must include:   

 the license holder's name or assumed business 

name; and 

 license number 

An advertisement for a real estate or apprentice inspec-

tor must include:  

 license holder's name or assumed business name;  

 license number;  

 name or assumed name of the sponsoring profes-

sional inspector; and  

 statement indicating the person is sponsored by a 

professional inspector.  

Website Advertising  

An inspector's website must display the license number 

of each inspector whose name appears on the website. 

License number(s) must at least be on a single prominent 

page, such as an “About Us” page. For social networking 
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purposes, it is sufficient for the inspector's license num-

ber to be on the main or profile page. 

Ethics 

Overview  

Inspectors must have "integrity beyond that of a person 

involved in ordinary commerce." An inspector must con-

duct their business with a high standard of professional-

ism, while maintaining independence from any outside 

influence. An inspector must be objective and fair while 

performing inspections. Each inspector should strive to 

uphold the integrity of the home inspection profession in 

the eyes of the inspector's clients and the public. Inspec-

tors should place the interests of their client before their 

own personal interest at all times and always seek to im-

prove their knowledge of the inspection industry. The 

inspector's role as a consumer protector helps protect 

the public against fraud, misrepresentation or unethical 

practices in the field of real estate inspections and real 

estate transactions. Another goal of inspectors is to help 

the public understand the value of home inspection ser-

vices.  

While discussing this section, let's keep in mind the TREC 

rule that defines the client. 

 

Subchapter R - Real Estate Inspectors 

§535.201 Definitions 

Client – a buyer or seller, including a prospective buyer 

or seller, of real property that is the subject of a real es-

tate inspection conducted under Chapter 1102 TOC and 

this Subchapter. 

Responsibility to the Client  

The definition dictates that the duties owed to the client 

by the inspector are based on the person(s) who have an 

interest in the property and is part of the real estate 

transaction, rather than the person who pays for the in-

spection. 

When inspecting a property, an inspector's primary obli-

gation is to the client. As previously discussed, inspectors 

are also required to provide certain notices to their cli-

ents and explain any limitations regarding how the in-

spector conducts their inspection.  

TREC rules also establish certain guidelines concerning 

the inspector-client relationship, which include:  

 When an inspector accepts a job, the inspector has a 

duty to protect and promote the interest of the cli-

ent, and should do so above the interests of the in-

spector. 

 An inspector is prohibited from disclosing inspection 

results or client information to anyone other than 

the client, without prior approval from the client. 

 The inspector should always attempt to increase his 

or her knowledge regarding new developments in 

the inspection industry. 

 Because the client is likely less knowledgeable and 

less experienced with regard to the systems being 

inspected, the inspector is entrusted with the client's 

confidence that the inspector will truthfully report 

the condition of the property and the property (or 

property's) systems. 

 The inspector should act in a manner that ensures 

independence from outside influences or interests 

that could compromise or influence how and what 

the inspector reports to the client regarding the 

property and its systems. 

Responsibility to Other Parties  

Access to Property for Persons Other Than the Inspector  

An inspector's primary obligation is to the inspector's 

client. But, when the inspector's client is not the proper-

ty owner, the inspector must also be mindful of his or 

her duties to the owner. Sometimes, a buyer or buyer's 

agent will need a third party to come by the property 

and weigh in on something that is outside the scope of 

the real estate inspection. For example, a pest control 

company may need to inspect for termite damage, a 

home security company may need access to provide an 

estimate for services, or a contractor may need access to 

the property to provide the buyer an estimate of needed 

repairs. The buyer or buyer's agent will often schedule 

these visits to coincide with the home inspection for con-

venience. An inspector must remember that, although 

the property owner has granted access to the inspector, 

this does not mean the inspector may grant access to 
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this does not mean the inspector may grant access to 

other parties.  

 

Relationship with Other Inspectors  

TREC rule §535.220 requires inspectors to follow guide-

lines when dealing with other inspectors. These guide-

lines require an inspector to conduct their business with 

fairness and integrity and cooperate with others to pro-

mote high standards in the inspection profession.  

Additionally, inspectors have a duty to report any possi-

ble violation of the TOC or TREC rules committed by oth-

er license holders to TREC. Bad actors in the real estate 

inspection field not only harm the public; they are harm-

ful to the industry as a whole.  

 

Inspector Independence  

TREC rule §535.220 requires inspectors to conduct their 

business in a manner that ensures independence from 

outside influence when performing real estate inspec-

tions. Inspector independence is vital to an inspector's 

ability to present a fair and impartial opinion regarding 

all of the components inspected.  

Maintaining independence is in the best interest of both 

the inspector and the inspector's clients. When others try 

to influence an inspector, a client's trust can be compro-

mised. The inspector's client relies on the knowledge and 

expertise of the inspector to provide a factual and honest 

assessment of the inspected property. Be aware that an 

inspector may be influenced by a seller or seller's agent 

to keep certain deficiencies out of an inspection report so 

the property is easier to sell. An inspector may also be 

influenced by a buyer or buyer's agent to focus on certain 

items to give the buyer negotiating power before closing 

on the property.  

To ensure inspector independence, TREC rule §535.220 

prohibits an inspector from paying another settlement 

provider (broker, title company, etc.) to be included a list 

of inspectors or preferred providers. TREC rule §535.148 

prohibits brokers and sales agents from asking an inspec-

tor to pay to be included on such a list. 

Compensation  

TREC rule §535.220 prohibits inspectors from receiving a 

“fee or other valuable consideration, directly or indirect-

ly, for referring services that are not settlement services 

or other products to the inspector's client without the 

client's consent." These practices are discussed more ful-

ly below.  

 

Inspector Compensation and Referral Fees  

Inspectors may violate TREC rule §535.220 in certain situations 

if their compensation depends on the closing of a real estate 

transaction or is tied to future referrals. TREC rule §535.220 

addresses restrictions on inspector compensation and the in-

spector's payment or receipt of referral fees. There are essen-

tially two situations involving inspectors and restrictions re-

garding referral fees:  

 The inspector is the recipient of a referral and pays a fee 

or other valuable consideration in exchange for receiving 

future referrals; or 

 The inspector refers a person or service to their client and 

receives a fee in exchange for providing client referrals.  

Both situations are directly related to inspector independence 

and are subject to regulation by TREC.  

TREC rule §535.220 prohibits an inspector from in-

specting a property if any compensation or future refer-

rals received by the inspector depend on findings report-

ed in the inspection report or on the closing or settle-

ment of a real estate transaction. The purpose of this 

prohibition is to protect the public and ensure the inspec-

tor is unbiased and is serving the client's best interest. An 

inspector who fails to identify certain deficiencies when 

conducting a real estate inspection because the inspector 

fears they will not get future inspection referrals does 

not serve the public interest. In addition, when an inspec-

tor's payment for a real estate inspection is dependent 

on the closing of a real estate sale, there is a risk the in-

spector may not fully disclose the severity of any defi-

cient conditions in an effort to ensure that the transac-

tion closes and the inspector can receive payment for the 

inspection.   

TREC rule §535.220 also prohibits an inspector from pay-

ing or receiving a fee or other valuable consideration to 

or from any other “settlement service provider.”  
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For the purpose of this prohibition, the term "valuable 

consideration" includes, but is not limited to, the referral 

of inspections, inclusion on a list of preferred inspectors, 

preferred providers, or similar arrangements, or inclu-

sion on lists of inspectors that are contingent on other 

financial agreements.  

In this section, the term "settlement service" means a 

service provided in connection with a prospective or ac-

tual settlement, and "settlement service provider" in-

cludes, but is not limited to, any one or more of the fol-

lowing: 

 federally related mortgage loan originator; 

 mortgage broker; 

 a lender or other person who provides any service 

related to the origination, processing or funding of a 

real estate loan; 

 a title service provider; 

 an attorney; 

 a person who prepares documents, including nota-

rization, delivery, and recordation; 

 a person who provides credit report services; 

 an appraiser; 

 an inspector; 

 a settlement agent; 

 a person who provides mortgage insurance services; 

 a person who provides services involving hazard, 

flood, or other casualty insurance, homeowner's 

warranties, or residential service contract; 

 a real estate agent or broker; and 

 a person who provides any other services for which a 
settlement service provider requires a borrower or 
seller to pay. 

TREC rule §535.220 allows inspectors to refer "non-

settlement" services, such as a home security or pest 

control company, to their clients. Many of these compa-

nies will often pay a referral fee to the inspector for 

providing names and contact information for the inspec-

tor's clients. TREC rules allow inspectors to accept a fee 

or other valuable consideration for referring these "non-

settlement" services to clients only if the inspector has 

the client's consent. From a client's perspective, an in-

spector's acceptance of referral fees may be viewed as 

improper influence to write an inspection report in a way 

that provides business for the service companies who 

pay referral fees to the inspector. Requiring an inspector 

to obtain the client's permission before accepting the 

referral fee gives the client adequate notice of the in-

spector's relationship to the service company, so the cli-

ent has an opportunity to address any concerns with the 

inspector.  

Repairs on Inspected Property  

When an inspector has performed an inspection under a 

real estate contract, lease, or exchange of real property, 

TREC rule §535.220 prohibits the inspector from ac-

cepting employment to repair, replace, maintain or up-

grade systems or components of property covered in the 

SOPs within 12 months after the date of the inspection. 

This provision only prevents an inspector from accepting 

employment to repair those homes or systems he or she 

inspected. It does not prevent an inspector from ac-

cepting employment to repair homes or systems the in-

spector did not inspect. If more than 12 months have 

passed since the inspection, this provision does not ap-

ply.  

DISCUSSION  

1. Does direct supervision require the sponsoring 

inspector to be present on site when an appren-

tice conducts an inspection?   

2. Who can the inspector allow into the home dur-

ing the inspection? 

3. Should the inspector allow the homeowner to 

be present during the inspection? 

4. What are the pro’s/con’s of having the home-

owner present? 

5. What are the pro’s/con’s of the inspector asking 

for the Seller Disclosure Notice before the in-

spection?  

6. What do inspector’s need to remember about 

real estate agents who have their "preferred" 

inspector? 
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Hot Topics 

Learning Objectives 

After this module, you will be able to: 

 Increase your knowledge about safely accessing and 
properly departing a property. 

 Understand the importance of communication with 
the client prior to an inspection. 

 Describe the advantages and disadvantages of per-
forming a sewer scope inspection. 

 Explain the requirements for corrugated stainless 
steel tubing (CSST) gas piping. 

 Understand smart home devices that may be pre-
sent during an inspection and how to address them 
in the inspection report  if they are not inspected. 

Overview 

This section intends to inform inspectors on new topics 
of interest to inspectors and topics that are good re-
minders for inspectors to consider.   

Communication, Care, and Custody 

Scheduling access to a residential property for an inspec-
tion has changed dramatically.   An inspector has many 
issues to consider before they ever walk through the 
door.  Has the contract been signed? How many days are 
in the option period? Is the house occupied or vacant? 
Who wants to be present at the inspection? Will the pets 

be secured?  

It is easier to arrive at a vacant house, get the key from 
under the front door mat, and do the inspection with no 
one there. Most clients want to be present during the 
inspection. What can inspectors do in preparation and 
during the inspection to accept responsibility for access 
to and from a property? 

Communication, care, and custody are the inspector’s 
responsibility at every inspection.    

Communication 

When an inspection is requested, the inspector should 
verify with the client that the property is under contract 
and ready for inspection. The inspector should obtain 
permission from the client for access and know who will 
attend.  The inspector should have full access to the 
property.   

The inspector should consider reviewing available prop-
erty information resources prior to arrival. This may in-
clude online information, the seller’s disclosure notice, 
city inspections, and Google Earth images. An inspector 
may want to obtain any additional sources of infor-
mation that can be used to discuss with the client prior 
to or at the inspection. Communication is key.  It is im-
portant for an inspector to establish client expectations 
and ensure the client understands them.   

It is helpful to minimize distractions before arriving at 
the property. For example, the inspector may request 
that all pets be removed or safely secured.  If the proper-
ty is occupied, ask that occupants are not present for the 
entirety of the inspection.  If the buyer and seller will 
both be present during the inspection, it’s important to 
know if their agents will also attend. Clear communica-
tion about how long an inspection is expected to take is 
helpful to all parties. 

In today’s world of Alexa® and smart doorbells, inspec-

tors should assume they, and anyone attending the in-

spection, are being watched and possibly recorded.  Sur-

veillance by the property owner should be acknowl-
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edged and communicated to the inspector and the buy-

er. The presence of video and audio equipment during 

an inspection may limit on-site communication between 

the client and the inspector, considering what the seller 

may see or overhear.   

Care 

Inspectors should always use the doorbell or knock be-

fore entering a property.  The inspector should an-

nounce themselves clearly upon entering by saying 

something like, “REAL ESTATE” or “INSPECTOR ON SITE,” 

even if the inspector has been told the property will be va-

cant.  Inspectors should verify safe access and conditions 

throughout the home by making a cursory walk through 

of the entire property. It is also helpful to observe all 

conditions throughout the property to ensure the prop-

erty is in the same state as it was upon entry.  If neces-

sary, take a few pictures.  

The inspector should LEAVE EVERYTHING AS IT WAS 
FOUND. 

An inspector may share their risk assessment with others 
at the inspection, by warning applicable parties of any 
potential hazards. For example, firearms, jewelry, cur-
rency should be secured or removed.  This will help 
avoid any potential accusations regarding the honesty or 
integrity of the inspector. 

Consider any additional protocols need such as masks, 
face shields, shoe covers, and hand sanitizer.  Inspectors 
must take reasonable safety for themselves, those 
attending the inspection, and personal property items 
present. 

Custody 

Only those with mutually agreed upon access are al-
lowed to attend the inspection. If the seller schedules a 
repair contractor during the inspection, the inspector 
should be notified in advance. If any visitors or contrac-
tors attempt to access the property while the inspection 
is taking place, the inspector should obtain their name, 
photograph, their vehicle and tag. Back up showings of 
the property should not occur during an inspection.  Ad-
ditionally, any significant hazards observed during the 
inspection that need immediate attention should be 
communicated to the owner or listing agent. 

Inspections can be physically and emotionally demand-
ing. Inspectors may feel distracted or lack full focus after 
completing an inspection. Inspectors often work in ex-
treme hot or cold weather conditions. Climbing, balanc-
ing, crawling, and maneuvering small spaces while trying 
to stay focused over several hours can be taxing.  Once 
the physical inspection is complete, a summary discus-
sion with the client often takes place. Having a written or 
memorized departure procedure checklist can be very 
helpful. 

Upon leaving the property, the inspector must verify 
that the entire property has been secured.  When an 
inspector unlocks a property and enters it, they are re-
sponsible for the property until returning custody to the 
owner in the same condition as it was found. It is im-
portant to document the time you arrive and the time 
you depart and communicate that to the appropriate 
parties.   

Some inspectors display a placard or sign that indicates 
that a home inspection is taking place.   Displaying such 
a sign may reduce the chance of unauthorized persons 
attempting to access the property.  See Appendix C for 
an example.   

Sewer Scope Inspections 

In August of 2020, The Texas State Board of Plumbing 
Examiners modified their previous rule that required a 
licensed plumber to perform sewer line scope inspec-
tions.  As a result, a licensed plumber is no longer re-
quired to perform this inspection.  Currently, the SOPs 
do not address sewer line scope inspections; however, 
inspectors must be competent to perform any additional 
service outside of the scope of the SOPs.     

DICUSSION 

What are some additional considerations when 
scheduling and communicating access prior to the 
inspection? 

DISCUSSION 

What precautions do you take to care for the prop-
erties that you inspect? 
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TREC rule §535.231 requires an inspector to operate 
plumbing fixtures, test for drain performance, and to 
report deficiencies in water supply pipes and waste 
pipes. The SOPs do not contemplate the use of a camera 
to scope a sewer line. In fact, the SOPs specifically ex-
empt an inspector from using specialized equipment.  
While the SOPs do not prohibit an inspector from in-
specting beyond the standards, when qualified, they do 
not provide specific guidance to those inspectors who 
choose to do so.  As a reminder, Section 1102.301 of the 
TOC prohibits an inspector from performing an inspec-
tion in a negligent or incompetent manner.  

Consider the expression, “Just because you can, doesn’t 
mean you should.” This suggests that an inspector must 
be competent to conduct all aspects of a real estate in-
spection, even when inspecting beyond the scope re-
quired by the SOPs.  If a complaint is filed with TREC and 
it is determined that the inspector was not competent to 
perform a sewer scope inspection, the inspector may be 
subject to disciplinary action.  An inspector should com-
municate to their client that they do not provide inspec-
tion services they are not trained or competent to in-
spect. 

The average consumer may think that having their sewer 
scoped will provide assurance that there are no plumb-
ing drain leaks. The fact is that scoping the sewer lines 
does not encompass the full integrity of the sewer lines, 
and is not a definitive method for ensuring that sewer 
lines are free of leaks. A hydrostatic or sewer flow test 
may be performed to determine if there are piping leaks.  
Only competent inspectors should perform this type of 
test. 

Sewer scope inspections can provide an additional ser-
vice to home buyers and can also provide an additional 
revenue stream for inspectors. Access to the main sewer 
cleanout is generally required. Sometimes access may be 
available through a roof sewer vent. A thorough evalua-
tion of the sewer piping under the house and out to the 
main street should be conducted.  Blockages or collapsed 
lines should avoided. Inspectors should not attempt to 
clear a line or remove a blockage. Deficiencies should be 
located and documented.  

Inspectors must know the limitations of their equipment 
and provide sufficient video and information to their cli-
ent to determine if repair estimates are needed. Further 
evaluations by a licensed plumbing contractor may be 
necessary if an inspector is unable to provide sufficient 
information.   

Proper training is important for any inspector seeking to 
provide sewer cope inspection services to their clients. 

Hydrostatic Testing (or Sewer Flow Testing) 

The Addendum for Authorizing Hydrostatic Testing (Form 
ID 48-1) can be included with the One to Four Family 
Residential Contract and states, “Any hydrostatic testing 
must be separately authorized by Seller in writing.”   

Sewer piping tests for leaks are referred to as 
“hydrostatic testing.” Plumbers also refer to this as a 
“sewer flow test.”  This is the same type of test that is 
done when new sewer piping is installed.  When should 
further evaluations of the sewer piping system be ad-
vised? How does one know when further evaluation of 
sewer piping systems be recommended?  Some may say 
that any sewer system over 30 years old should be test-
ed. Others may say older cast iron systems should be 
tested. In fact, there is no absolute answer.  Soil and 
foundation conditions are examples of factors that can 
damage sewer piping. Often times, foundation repairs 
will trigger a request for sewer piping tests. 

If it is necessary to remove the commode for a sewer 
piping test, a licensed plumber must conduct the test. If 
the test can be performed without disconnecting plumb-
ing, the requirement for a licensed plumber is not re-
quired. If an inspector performs the test, they must be 
properly trained, competent, and insured. 

An inspector is not responsible for advising their client to 
have a sewer piping test performed. The client is respon-
sible for determining the need for testing and obtaining 
permission from the seller to have the test conducted. 

Corrugated Stainless Steel Tubing (CSST) Gas Lines 

Corrugated stainless steel tubing (CSST) gas piping manu-
facturers require installation by  certified installers for 
the different types of CSST products. Parts are not inter-
changeable. The licensed plumber evaluating, repairing, 
or installing a CSST gas system should be qualified and 
trained for the gas piping system that is in place. 

Identification of the CSST material in the inspection re-
port assists the buyer in identifying a licensed plumber 
that is qualified to evaluate or repair that CSST system. 

Identifying bonding wires for gas piping systems is a TREC 
requirement. Determining the types of gas piping pre-
sent is useful to the client when advising further evalua-
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tions of the gas piping system. It is always useful for the 
client to be aware of the locations of accessible gas shut 
off valves, particularly the main gas valve on the exterior 
of the property. 

Smart Homes 

Today more and more smart home devices convey as part 
of the sale. When they are part of the property and an in-
tegral part of the operation of a device or system, inspec-
tors are faced with operating those smart devices.  Consid-
er an inspector who is inspecting a smart home that has a 
control panel in place for the sprinkler system.  Without 
full access, the inspector may only be able to test the 
sprinkler system in a manual mode.  If so, the inspector 
should note this limitation on the inspection report.  

The client needs to make arrangements for the inspector 
to have access to these systems, especially if passwords or 
codes are needed to operate them. This is another re-
minder that communication is key between the client and 
the inspector as described in the Care, Custody, and Con-
trol section of this chapter.  

Below are just some of the smart devices an inspector may 
encounter:   

 thermostat;

 sprinkler system control box;

 doorbells;

 entry door locks;

 garage door operator;

 water leak sensors; and

 motion activated sensors.

Smart home automation components are identified as a 
general limitation the inspector is not required to inspect. 
However, there may be a client expectation to inspect 
these devices.  If an inspector chooses not to inspect smart 
home devices, this should be disclosed to the client prior 
to performing the inspection.    
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Fun fact: 40 years ago inspectors were faced with 
the dilemma of operating a new kitchen appliance 
innovation called a microwave. 



Structural Systems SOPs 

Learning Objectives 

After this module, you will be able to: 

 Understand how the definitions in the TREC rules 
work together. 

 Explain why you need to have a written opinion on 
foundation performance. 

 Recognize when a retaining wall is required to be 
inspected. 

 Discuss that an inspector provides a performance 
based inspection and not a code inspection. 

Overview 

The purpose of the information shared in this section of 
the course is not to break down each component of the 
Standards of Practice Structural System, but to share 
the most common mistakes and answer the “Do’s and 
Don’ts” and the intent of the SOPs. 

We will first start by exploring some of the definitions 
outlined in TREC rule §535.227 - Standards of Practice: 
General Provisions. Keep in mind that the definitions set 
the baseline for minimum requirements and how the 
inspector will inspect and report findings.  

Accessibility 

Let's start by breaking down the definition of 

“Accessible” in §535.227(b). Accessible – In the rea-
sonable judgment of the inspector, capable of being 
approached, entered, or viewed without: 

A. hazard to the inspector;

B. having to climb over obstacles, moving fur-
nishings or large, heavy, or fragile objects;

C. using specialized equipment or procedures;

D. disassembling items other than covers or
panels intended to be removed for inspec-
tion;

E. damaging property, permanent construc-
tion or building finish; or

F. using a ladder for portions of the inspection
other than the roof or attic space.

Part One of Accessible states that the inspector must 
use “Reasonable Judgment” when performing their in-
spections.  

Reasonable describes someone having sound judge-
ment that's sensible and fair. [Oxford Languages] 

Judgment the ability to make considered decisions or 
come to sensible conclusions. [Oxford Languages] 

Reasonable Judgment means a judgment reached in 
good faith and in the exercise of reasonable care. Rea-
sonable judgement includes considering the conse-
quences of one's decisions, thinking before acting and 
to making good decisions in a variety of situations. 

Inspectors are asked as professionals to use reasonable 
judgment while performing an inspection.  

Part Two of Accessible states that the inspector must 
consider if the systems are “Capable of being Ap-
proached, Entered, or Viewed” without the six factors 
listed above.  

Capable of being Approached, Entered, or Viewed im-
plies that the inspector “Will Do” or “Will Inspect” ALL 
components as outlined in the SOPs as long as they can 
be approached, entered, viewed in a manner as out-
lined in (A) through (F). The SOPs do not allow for ran-
dom sampling or inspecting a representative number of 
components. You are required to inspect all windows, 
doors, receptacles, switches, plumbing fixtures, etc. 
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(A) Hazard to the inspector

Inspectors should use reasonable judgment when consid-
ering what is hazardous to the inspector. It is reasonable 
to say that a 9/12 pitch roof may be hazardous for an 
inspector to inspect from walking on the roof, but it 
would not be reasonable for an inspector to consider a 
4/12 pitch roof to be hazardous to inspect from walking 
on the roof in good weather conditions.   

It is reasonable to say that a crawl space should be en-
tered to inspect from the crawl space area if it has good 
clearance, if it's dry and if there are no snakes or animals 
in the crawl space.  

(B) Having to climb over obstacles, moving furnishings
or large, heavy, or fragile objects

Inspectors are required to inspect all components as out-
lined in the SOPs as long as they do not have to climb 
over obstacles, move furnishings or other large, heavy, or 
fragile objects.  

There is nothing in the definition that implies inspectors 
are not required to move items like curtains, soap bottles, 
children’s toys or step over a rolled up carpet laying on 
the attic floor.  

(C) Using specialized equipment or procedures;

As outlined in §535.227(a)(3)(C), inspectors are not re-
quired to use specialized equipment, including but not 
limited to: thermal imaging equipment; moisture meters; 
gas or carbon monoxide detection equipment; environ-
mental testing equipment and devices; elevation deter-
mination devices; or ladders capable of reaching surfaces 
over one story above ground surfaces. 

Inspectors are required to use basic tools to perform an 
inspection and use “Reasonable Judgment” regarding the 
tools necessary for performing an inspection that meets 
the requirements of the SOPs.   

It is reasonable to say that an inspector should utilize 
tools such as an outlet tester, voltage sensor, flashlight, 
screw driver, mirror, tape measure, water pressure 
gauge, temperature testing device, etc.., that allow the 
inspector perform, test and inspect in a manner that 
meets the requirements of the SOPs.  

(D) Disassembling items other than covers or panels
intended to be removed for inspection;

Inspector are expected to remove covers or panels from 
components that were intended to be removed for in-
spection. It is reasonable to say that the electrical panel 
cover was intended to be removed for inspection, so the 
SOPs indicate that the inspector is required to remove the 

cover as part of the inspection process as long as it is safe 
and reasonable to do so.   

It is also reasonable to say that it would include covers 
for components like HVAC covers, water heater element 
covers and hydro-massage therapy equipment access 
panels. 

(E) Damaging property, permanent construction or
building finish; or

Simple.  Inspectors are not required to damage property, 
permanent construction or building finish during the pro-
cess of performing an inspection.  

(F) Using a ladder for portions of the inspection other
than the roof or attic space.

Determining what type or size of ladder to use when per-
forming inspections is up to the inspector.  The decision 
may depend upon the geographic area in which the in-
spector provides services.  This will also depend upon the 
inspector’s reasonable judgement. For some, a 14-foot 
ladder may be sufficient.  Others may require a 17-foot 
ladder.  

Now that we have discussed the definition of accessible, 
it is reasonable to say that if the SOPs require a compo-
nent to be inspected, and it is reasonably accessible, the 
Inspector is required to inspect it. Inspectors may not 
perform a random sampling or use a representative 
number during an inspection; such as windows, doors, 
receptacles, switches, etc. If in the reasonable judgment 
of the inspector it can be approached, entered or viewed 
in a safe manner, it must be inspected. If an inspector 
chooses not to inspect components as outlined in the 
SOPs, they must follow the rules as outlined in the De-
parture Provision §535.227(f). 

Performance 

Another very important definition to discuss and under-
stand is the definition of “performance” in §535.227(b).  

(b) Definitions.

(8) Performance–Achievement of an operation,
function or configuration relative to accepted
industry standard practices with consideration of
age and normal wear and tear from ordinary use.

Performance is referred to in several locations through-
out the SOPs. It is important for inspectors to understand 
that they are conducting a performance based inspec-
tion. As described in §535.227, a real estate inspection is 
a limited visual survey and basic performance evalua-
tion of the systems and components of a building using 
normal controls that provides information regarding 
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the general condition of a residence at the time of in-
spection. 

A performance based inspection does not require the 
inspector to determine whether or not components 
were properly installed per manufacturer requirements 
or to assess for compliance with code, listing, testing, or 
protocol authority.   

When applying reasonable judgement to the perfor-
mance of inspected components, an inspector may take 
into consideration the age of a component and normal 
wear and tear from ordinary use.   

Let’s review some of the Structural Systems where an 
inspector must apply reasonable judgement as it relates 
to performance.  

 

Understanding the Difference Between “Report” 
and “Report as Deficient” 

Several areas in the SOPs for structural systems require 
an inspector to both “report” and “report as deficient.”  

The requirement to “report” helps provide the client 
important information regarding the inspected property. 
This also provides the client information about how spe-
cific components were inspected.   As a reminder, the 
requirement to report does not require an inspector to 
report as deficient.   

TREC rule §535.228(c) requires an inspector to inspect 
roof covering materials from the surface of the roof and 
report the following:   

 type of roof coverings; 

 vantage point from where the roof was inspected; 

 evidence of water penetration; and 

 evidence of previous repairs to the roof covering 
material, flashing details, skylights and other roof 
penetrations. 

While these items must be reported on, they may not 
need to be reported as deficient.  The ability to convey 
information to the client regarding evidence of previous 
repairs and moisture penetration allows the client to 
seek more information from the seller of the property.   

Similar reporting requirements are found in Roof Struc-
tures and Attics; Interior Walls, Ceilings, Floors and 
Doors; and Exterior and Interior Glazing of the SOPs, as 
examples. 

 

Foundations 

TREC rule §535.228(a)(1)(A) requires an inspector to 
render a written opinion as to the performance of the 
foundation. 

The SOPs require the inspector to provide a professional 
opinion regarding the performance of the foundation as 
part of the inspection. Many have argued that an inspec-
tor should not provide performance opinions on the 
foundation. However, the Inspector Committee and the 
Commission deemed that TREC licensed inspectors are 
more than competent to render a performance opinion 
on the structural components of the home.   

Inspectors do not have any financial gain related to the 
homes they inspect, unlike foundation repair companies 
that will send out a foundation specialist, who may 
simply be a sales person for the company.  

Documenting the inspector’s opinion of the perfor-
mance of the foundation requires more than simply 
checking thing “inspected” box in the inspection report.  
Inspectors may take into consideration the age of the 
structure, related foundation components, and normal 
wear and tear from ordinary use when forming a perfor-
mance opinion. 

When an inspector observes the foundation to be 
providing adequate support to the structure, they are 
not required to list any settlement or movement indica-
tors.  However, if the inspector observes deficiencies in 
the performance of the foundation that require further 
evaluation by a specialist or engineer, the inspector is 
required by the SOPs to list at least a few visible indica-
tors.  The SOPs do not require the inspector to provide 
an exhaustive list.   
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Case Study – Cracked Floor Tiles Reveal a Structural Problem 

 

Facts: A licensed professional inspector was hired by the buyer to perform an inspection.  The inspector inspected 

the home and failed to report deficiencies related to the floors. 

A large continuous crack running along several of the living room floor tiles was present and visible at the time of 

the inspection. However, the inspector failed to report it as a deficiency.  

After the purchase, the buyer found that the cracked tiles were the result of a significant crack that extended 

throughout the foundation.    

 

Analysis: The inspector should carefully inspect the condition of the floors, and report as a deficiency any worn, 

loose, cracked, or broken tiles and missing grout. 

 

Result: The inspector had a history of prior disciplinary action. The inspector entered into an agreed order re-

sulting in a 24 month suspension, with 30 days actual suspension and the remaining 23 months probated.  The in-

spector was also required to complete additional continuing education, and pay an administrative penalty of 

$1,750 for violation of 22 Tex. Admin. Code §535.228 (e), failing to report deficiencies in interior walls, ceilings, 

floors and doors. 
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Below is a diagram of a structural wall versus a landscaping wall 

Illustration Courtesy of Lighthouse Engineering - Michael Gandy, PE 

Retaining Walls 

TREC rule §535.228(a)(1)(D)(iii) addresses retaining walls 
related to foundation performance. 

One of the most commonly asked questions is, “When is 
the inspector required to inspect a retaining wall?”  
Simply put, an inspector is required to inspect retaining 
walls if the retaining wall is failing and the failure will 
adversely affect the foundation's performance.  If this is 
the case, the inspector is then required to inspect and 
report visible defects observed.  

The two types of retaining walls are structural walls and 
landscape walls. Inspectors are not required to inspect 
landscape walls.  The “45 degree rule” is useful in deter-
mining whether a retaining wall is a structural wall or a 

landscape wall.  If the retaining wall falls outside of the 
45-degree rule, the wall is considered a landscape wall
and not required to be inspected according to the SOPs.

If the retaining wall falls within the 45-degree rule, the 
inspector must perform a visual inspection of the retain-
ing wall and report on visible defects.  
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Below is an example of a structural wall that an inspector must inspect. 

Photo credit: Brian Murphy 

 NOTES 
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Below are examples of landscape walls that do not require inspection.   

Photo credit: Brian Murphy  

Photo credit: Brian Murphy  
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Exterior and Interior Glazing  
 

TREC rule §535.228(g)(1)(A) requires an inspector to re-
port as deficient insulated windows that are obviously 
fogged or display other evidence of broken seals.     

What does obviously fogged mean?  

According to www.merriam-webster.com/thesaurus, 
synonyms for “obviously” include, but are not limited to: 
clearly; distinctly; discernably; visibly; and positively.   

Evidence of lost seals can change from day to day, hour 
to hour and climate to climate. The sun may shine direct-
ly on an insulated window and cause moisture to devel-
op between the two panes of glass. As the sun passes by 
and no longer shines on the window, the moisture dissi-
pates leaving no trace of the lost seal.    

The SOPs require an inspector to look for visible mois-
ture, crystallization, and cloudiness between the panes 
of glass and report as deficient when they are discov-
ered.  

However, the SOPs do not require an inspector to ex-
haustively inspect insulated windows for evidence of 
broken seals or identify specific locations of damage. 

 

 
 

Porches, Balconies, Decks and Carports 
   

According to TREC rule §535.228(j)(1)(A)(ii) and (iii), an 
inspector must inspect attached balconies, carports and 
porches; and abutting porches, decks, and balconies that 
are used for ingress and egress.  But, what does attached 
and abutting mean for the purpose of an inspection?  
Merriam-Webster defines attached as connected or 
joined to something.  By this definition, if a balcony, car-
port or porch is physically attached to the structure, the 
SOPs require the inspector to perform a visual inspection 
of the components and report visible defects. Remem-
ber, if a carport is close to the house but not attached, 
inspectors are not required by the SOPs to inspect the 
detached carport or provide information related to con-
dition of the carport.  

Merriam-Webster defines “abut” or “abutting” as some-
thing that borders on or leans on for support.  The SOPs 
require an inspector to inspect abutting porches, decks, 
and balconies that are used for ingress and egress.  

With that in mind, an inspector is not required to inspect 
a porch, patio or deck in close proximity to the structure 
that is not used for entering or exiting the structure.   

Below are examples of two patios.  One patio contains 
egress and ingress, the other does not provide egress 
and ingress. 

Photo credit: Brian Murphy Photo credit: Brian Murphy 

Example of a patio without egress/ingress Example of a patio with egress/ingress 
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DISCUSSION 

1. Discuss the differences and provide examples of Accessible vs. Not Accessible.  

2. Share some examples of written foundation performance opinions.  

3. Discuss the difference between a performance based inspection and a code inspection.  

4. Share examples of marginal site drainage or ventilation that are performing but not ideal for  match-
ing the code requirements. 

Structural System Overview - §535.228 

Foundations  

 The inspector shall: 

ο render a written opinion as to the perfor-

mance of the foundation; and 

ο report: 

▪ the type of foundations; 

▪ the vantage point from which the 

crawl space was inspected; 

▪ generally report present and visible 

indications used to render the opin-

ion of adverse performance, such as: 

▪ binding, out-of-square, non-latching 

doors; 

▪ framing or frieze board separations; 

▪ sloping floors; 

▪ window, wall, floor, or ceiling cracks 

or separations; and 

▪ rotating, buckling, cracking, or de-

flecting masonry cladding. 

ο report as Deficient: 

▪ deteriorated materials; 

▪ deficiencies in foundation compo-

nents such as; beams, joists, bridg-

ing, blocking, piers, posts, pilings, 

columns, sills or subfloor; 

▪ deficiencies in retaining walls related 

to foundation performance; 

▪ exposed or damaged reinforcement; 

▪ crawl space ventilation that is not 

performing; and 

▪ crawl space drainage that is not per-

forming. 

 The inspector is not required to: 

ο enter a crawl space or any area where head-

room is less than 18 inches or the access 

opening is less than 24 inches wide and 18 

inches high; 

ο provide an exhaustive list of indicators of 

possible adverse performance; or 

ο inspect retaining walls not related to founda-

tion performance. 

Grading and Drainage 

 The inspector shall report as Deficient: 

ο drainage around the foundation that is not 

performing; 

ο deficiencies in grade levels around the foun-

dation; and 

ο deficiencies in installed gutter and down-

spout systems. 

 The inspector is not required to: 

ο inspect flatwork or detention/retention 

ponds (except as related to slope and drain-

age); 

ο determine area hydrology or the presence of 

underground water; or 

ο determine the efficiency or performance of 

underground or surface drainage systems. 

Roof covering materials 

 The inspector shall: 

ο inspect the roof covering materials from the 

surface of the roof; 

ο report: 
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▪ type of roof coverings; 

▪ vantage point from where the roof was in-

spected; 

▪ evidence of water penetration; 

▪ evidence of previous repairs to the roof 

covering material, flashing details, sky-

lights and other roof penetrations; and 

ο report as Deficient deficiencies in: 

▪ fasteners; 

▪ adhesion; 

▪ roof covering materials; 

▪ flashing details; 

▪ skylights; and 

▪ other roof penetrations. 

 The inspector is not required to inspect the roof from 

the roof level if, in the inspector's reasonable judg-

ment: 

ο the inspector cannot safely reach or stay on 

the roof; or 

ο significant damage to the roof covering ma-

terials may result from walking on the roof; 

ο determine: 

ο the remaining life expectancy of the roof cov-

ering; or 

ο the number of layers of roof covering materi-

al; 

ο identify latent hail damage; 

ο exhaustively examine all fasteners and adhe-

sion, or 

ο provide an exhaustive list of locations of defi-

ciencies and water penetrations. 

Roof structures and attics 

 The inspector shall: 

 report: 

ο the vantage point from which the attic space 

was inspected; 

ο approximate average depth of attic insula-

tion; 

ο evidence of water penetration; 

 report as Deficient: 

ο attic space ventilation that is not performing; 

ο deflections or depressions in the roof surface 

as related to adverse performance of the 

framing and decking; 

ο missing insulation; 

ο deficiencies in: 

▪ installed framing members and deck-

ing; 

▪ attic access ladders and access open-

ings; and 

▪ attic ventilators. 

 The inspector is not required to: 

ο enter attics or unfinished spaces where 

openings are less than 22 inches by 30 inches 

or headroom is less than 30 inches; 

ο operate powered ventilators; or 

ο provide an exhaustive list of locations of defi-

ciencies and water penetrations. 

Interior walls, ceilings, floors, and doors 

 The inspector shall: 

ο report evidence of water penetration; 

 report as Deficient: 

ο deficiencies in the condition and perfor-

mance of doors and hardware; 

ο deficiencies related to structural perfor-

mance or water penetration; and 

ο the absence of or deficiencies in fire separa-

tion between the garage and the living space 

and between the garage and its attic. 

 The inspector is not required to: 

ο report cosmetic damage or the condition of 

floor, wall, or ceiling coverings; paints, stains, 

or other surface coatings; cabinets; or coun-

tertops, or 

ο provide an exhaustive list of locations of defi-

ciencies and water penetrations. 

Exterior walls, doors, and windows 

 The inspector shall: 

ο report evidence of water penetration; 

 report as Deficient: 

ο the absence of performing emergency es-

cape and rescue openings in all sleeping 

rooms; 
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ο a solid wood door less than 1-3/8 inches in 

thickness, a solid or honeycomb core steel 

door less than 1-3/8 inches thick, or a 20-

minute fire-rated door between the resi-

dence and an attached garage; 

ο missing or damaged screens; 

ο deficiencies related to structural perfor-

mance or water penetration; 

ο deficiencies in: 

▪ weather stripping, gaskets or other 

air barrier materials; 

▪ claddings; 

▪ water resistant materials and 

coatings; 

▪ flashing details and terminations; 

▪ the condition and performance of 

exterior doors, garage doors and 

hardware; and 

▪ the condition and performance of 

windows and components. 

 The inspector is not required to: 

ο report the condition of awnings, blinds, 

shutters, security devices, or other non-

structural systems; 

ο determine the cosmetic condition of paints, 

stains, or other surface coatings; or 

ο operate a lock if the key is not available. 

ο provide an exhaustive list of locations of 

deficiencies and water penetrations. 

Exterior and interior glazing 

 The inspector shall report as Deficient: 

ο insulated windows that are obviously 

fogged or display other evidence of broken 

seals; 

ο deficiencies in glazing, weather stripping 

and glazing compound in windows and 

doors; and 

ο the absence of safety glass in hazardous 

locations. 

 The inspector is not required to: 

ο exhaustively inspect insulated windows for 

evidence of broken seals; 

ο exhaustively inspect glazing for identifying 

labels; or 

ο identify specific locations of damage. 

Interior and exterior stairways 

 The inspector shall report as Deficient: 

ο spacing between intermediate balusters, 

spindles, or rails for steps, stairways, 

guards, and railings that permit passage of 

an object greater than 4 inches in diame-

ter, except that on the open side of the 

staircase treads, spheres less than 4-3/8 

inches in diameter may pass through the 

guard rail balusters or spindles; and 

ο deficiencies in steps, stairways, landings, 

guardrails, and handrails. 

 The inspector is not required to exhaustively meas-

ure every stairway component. 

Fireplaces and chimneys 

 The inspector shall report as Deficient: 

ο built-up creosote in accessible areas of the 

firebox and flue; 

ο the presence of combustible materials in 

near proximity to the firebox opening; 

ο the absence of fireblocking at the attic pen-

etration of the chimney flue, where acces-

sible; and 

ο deficiencies in the: 

▪ damper; 

▪ lintel, hearth, hearth extension, 

and firebox; 

▪ gas valve and location; 

▪ circulating fan; 

▪ combustion air vents; and 

▪ chimney structure, termination, 

coping, crown, caps, and spark ar-

restor. 

 The inspector is not required to: 

ο verify the integrity of the flue; 

ο perform a chimney smoke test; or 

ο determine the adequacy of the draft. 
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Porches, Balconies, Decks, and Carports 

 The inspector shall: 

 inspect: 

ο attached balconies, carports, and porches; 

ο abutting porches, decks, and balconies 

that are used for ingress and egress; and 

 report as Deficient: 

ο on decks 30 inches or higher above the 

adjacent grade, spacings between inter-

mediate balusters, spindles, or rails that 

permit passage of an object greater than 

four inches in diameter; and 

ο deficiencies in accessible components. 

 The inspector is not required to: 

ο exhaustively measure every porch, balco-

ny, deck, or attached carport components; 

or 

ο enter any area where headroom is less 

than 18 inches or the access opening is 

less than 24 inches wide and 18 inches 

high.  
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Heating, Ventilation, Air Conditioning (HVAC) SOPs 

Learning Objectives 

After this module, you will be able to: 

 Name the most common types of HVAC systems and 
understand the basics of how they operate. 

 Describe the sequence of events in evaluating the 
performance of an HVAC system. 

 Understanding the factors that can affect tempera-
ture measurements when evaluating the perfor-
mance of the HVAC.  

Overview 

An HVAC system can be compared to the cardiovascular 
system of the human body. It has veins that carry blood 
away from all parts of the body and bring it toward the 
heart. The heart pumps the blood back through the ar-
teries to every part of the body to start the movement, 
again and again, hence creating the circulation system of 
the body.  

The typical HVAC system has a similar task. A central air 
handler unit (AHU) with a high-powered fan both draws 
air from the conditioned space through return air ducts 
and pushes air through similar supply ducts back to the 
same areas from which it was taken, hence the home's 
air circulation system. Somewhere in the return side, the 
air is filtered to remove large contaminants, and in the 
air-handler, the air is either cooled or heated based on 
the demand by the occupants using a thermostat.  If one 
stopped here like most present residential systems, it 
should be called the "HAC" system, heating or air condi-
tioning. The forgotten "V" has only recently been appear-
ing on the scene.  

HVAC SOP Requirements & Reporting 

The SOPs details the scope of the HVAC system home 
inspection. It is a common misconception for home in-
spectors to make opinions on the suitability of the sys-
tem for the home in areas beyond the SOP, such as size 
and efficiency. To provide these opinions requires ad-
vanced training in building science and utilizing equip-
ment beyond what home inspectors are required to own. 
It is critical to understand that home inspectors are only     

required to provide an opinion regarding the operation 
of the HVAC system and its primary function, creating 
heat or removing heat (cooling.)  This is independent of 
determining whether it is adequately cooling or heating 
the home. That is a tough line not to cross.     

Type of System 

This chapter covers the standard method of inspecting 
an HVAC system to ensure all aspects of the SOPs are 
addressed.  The first item to report on is the type of 
HVAC system being inspected.  The "type of system" en-
try is in both the heating and cooling sections of the re-
port form and refers to how the conditioned air is distrib-
uted to the living space. On the cooling side (AC) there 
are two main means of distributing conditioned air, duct-
ed and non-ducted. Ducted is when the air is cooled then 
blown throughout the home, through a central forced-
air system.  Ducted split systems are predominant in 
southern climates. Non-ducted distribution of air may be 
accomplished through window or through-the-wall units.  
These have been around for a long time, especially for 
single room air conditioning.  A more recent addition are 
ductless or mini-splits systems. They bring the best fea-
tures of both types of distributing conditioned air by 
avoiding inefficient air duct systems and only condition-
ing the rooms needed. In recent years, these systems 
have been upgraded to heat pumps that provide both 
heating and cooling of the homes. Ducted and non-
ducted systems can also be described as split or 
packaged units.

33   Module 6 



Some homes may use radiant heat or baseboard for 
heat, although that is rare in most parts of Texas.   In the 
heating section of the report form, the inspector is re-
quired to report the energy source.  Is it merely using 
electricity to energize heating elements or perhaps a 
heat pump? A heat pump (HP), in its most straightfor-
ward explanation, operates the air conditioner in re-
verse, creating the same BTU’s of heat as an electric 
heat system for 50% to 75% less electricity used at the 
meter. A traditional AC system blows cold air inside the 
home and hot air outside the home via the outside 
condenser unit. In the HP mode it reverses blowing heat 
inside the home and cold air out of the condenser unit. If 
this is the case, it must be reported and the inspector 
must test the backup or supplemental heat. One 
possibility is that the unit is fuel-fired by burning gas, 
natural gas or propane. Other types of fuel, although 
rare in Texas, are oil, coal, wood, or pellets. Space 
heaters are not typically inspect-ed because they are not 
a permanent heat source.  Ex-amples include portable 
electric or gas space heaters and fireplaces. 

The prudent inspector will assess the condition of all the 
components of the HVAC system before the operational 
test. Why worry about if the thermostat activates the 
system if parts are damaged or missing? The inspector 
may have previously walked the exterior and viewed the 
AC condensing unit, the electrical service, gone into the 
attic, and surveyed the air ducts and air handler. As an 
inspector does this, they should take notes of defects 
that are listed in the SOPs. This includes a visual inspec-
tion of all the components, locations, and access. At this 
point, the inspector is 90% done with the HVAC inspec-
tion. 

System Operation and Performance 

After a physical inspection is complete, an inspector 
should inspect for system operation and performance. 
Beware of any ambient air temperature limitations that 
affect either the heating or cooling system performance 
tests. If limitations exist, they should be noted in the re-
port. When an inspector initiates a demand for heating 
or cooling using the thermostat, does the unit respond? 
No response may end the test there. However, the in-
spector should look for obvious reasons, breakers, gas 
service, etc.  

Note:  If limitations exist, they should be noted in the 
report. Evidence of limitations, such as inclement weath-
er conditions, should be documented.  This can be ac-
complished with something as simple as a photograph 

taken from a cell phone that demonstrates existing 
weather conditions.   

In a forced-air system, the air-handler fan begins blowing 
air to all the registers, and within a reasonable time, the 
register supply air should be getting hotter or colder, re-
spectively, than the air entering the return system. De-
pending on the type of system, the time required to get 
up to optimal performance may be up to ten minutes. 
Most inspectors will measure the temperature at the 
closest return register(s) to use as the first reference 
temperature, then continue to each room supply register 
to make an opinion as to how well the system is per-
forming using the closest supply register as the second 
reference temperature. Checking every supply register is 
key to evaluating the duct systems' integrity noted later 
in the SOPs. The lack of warmer or cooler air in an indi-
vidual register may indicate a defect in that section of 
the distribution system. Many manufacturers look for a 
30-60 degree rise across the unit when heating, and a
drop of 15-20 degrees when cooling. A rise of over 75-80
degrees may indicate insignificant airflow or malfunc-
tioning units when heating, either of which may be a
concern.

Because inspectors are generally limited to measuring 
temperatures at the registers, some variables must be 
considered. Due to the inherent loss of performance in 
longer air duct segments, registers that are farther away 
from the unit will have less temperature difference. This 
should not factor into the performance opinion of the 
heating and cooling system but can skew your results 
and should be considered. In older systems, with less 
insulated air ducts, it will be more evident. Air leaks in 
the distribution system will also affect the register tem-
peratures. In essence, defects in the distribution compo-
nents may give a false impression that the heating and 
cooling system is not performing when it is functioning 
fine or vise-versa.  Using a vehicle as an analogy, low 
MPG performance might be blamed on the engine when 
it is low tire pressure or a struggling transmission im-
pacting the low performance.   

Additional considerations when evaluating cooling per-
formance include ambient temperatures and humidity.  
Heating systems are relatively unaffected by seasonal 
temperatures and varying humidity, but these factors 
can significantly affect the unit's cooling performance. 
High humidity levels may make it nearly impossible for 
the AC to achieve a cooling effect, so inspecting a vacant 
home located in humid regions when the HVAC system 
was off will skew the numbers (a lot).  

As a reminder, the SOP definition of performance is an 
achievement of an operation, function, or configuration 
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relative to accepted industry standard practices with 
consideration of age and normal wear and tear from 
ordinary use.  Be aware that cooling-related air condi-
tioning performance falls between 3-7% per year, on av-
erage, depending on maintenance and heavy use (this is 
Texas, after all).  For example, an average unit that start-
ed with a cooling capacity of three tons (36,000 BTU/
hour) could see a capacity drop by about 20% after five 
years, 40% after ten years, and 60% after fifteen years.  

Armed with that knowledge and knowing the HVAC com-
pany is interested in pleasing the average consumer, 
they will typically oversize the initial installation, which 
can delay the apparent shortfall to occupants for maybe 
ten years.  For this reason, an inspector should avoid 
making assessments on sizing and efficiency.    

 
 

Case Study – It Was Only A Matter of Degrees 

 

Facts:  A licensed professional inspector was hired by the buyer to perform an inspection.  The inspector inspected 

the cooling system and reported the following: 

Today’s temperature differential (Delta-T): 13 Degrees. This component appears to be performing adequately at the 

time of this inspection. It is achieving an operation, function, or configuration consistent with accepted industry prac-

tices for its age. 

The report also included a general notice to the client where the inspector defined what he considered to be an ac-

ceptable range: Temperature differential readings are a fundamental standard for testing the proper operation of the 

cooling system. The normal acceptable range is considered approximately between 15 to 23 degrees Farenheit. 

Shortly after moving in the buyer found that the AC was not cooling properly and an HVAC company determined that 

the evaporator coils were damaged and needed to be replaced. 

Analysis: The inspector’s opinion of adequate performance seemed to be in conflict with his own description of an 

acceptable performance range. The Commission determined that absent any other reported factors, the 13 degree 

differential would suggest inadequate performance.  The inspector failed to check the “Deficiency” box, failed to re-

port any factors that may have explained his opinion of performance, and failed to recommend a further evaluation of 

the system. 

Result:  The inspector entered into an agreed order resulting in a formal reprimand and administrative penalty of 

$500 for violation of 22 Tex. Admin Code §535.230(b)(1)(B)(iii), by failing to report as deficient inadequate cooling as 

demonstrated by its performance. 

So What Is The "V" in HVAC?  

It is an interesting fact that “ventilation” is only men-
tioned one time in the SOPs in reference to heating, venti-
lation, and air conditioning systems and what inspectors 
are not required to perform. So, what is it? Ventilating or 
ventilation (the V in HVAC) is the process of exchanging or 
replacing air in any space to provide high indoor air quali-
ty which involves temperature control, oxygen replenish-
ment, and removal of moisture, odors, smoke, heat, dust, 
airborne bacteria, carbon dioxide, and other gases. Venti-
lation removes unpleasant smells and excessive moisture, 
introduces outside air, keeps interior building air circu-
lating, and prevents stagnation of the interior air. 

Ventilation includes both the exchange of air to the out-
side as well as circulation of air within the home. It is one 
of the most important factors for maintaining acceptable 
indoor air quality in homes. 
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DISCUSSION 

1. What factors affect the performance of the HVAC system? 

2. How do you incorporate these factors into the report?  

High humidity will affect HVAC performance. The AC 
system in the picture below was working very well until 
the home's windows were left open on a humid day. 
When the cold supply air mixed with warm humid air 
the room air cooled down to the dew point and con-
densed. 

 

 

 

 

 

 

 

 

 

 

 

 

Photo Credit: Steven Rinehart 

The picture below is an example of deteriorating duct-
work. Classic 80’s grey vapor barrier on the ducts crum-
bled after prolonged exposure to heat and UV light 
from attic vents. Once the vapor barrier is gone, the 
fiberglass insulation tries to return to its original flat 
condition. 

 

 

 

 

 

 

 

 

 

 

 

 

Photo Credit: Steven Rinehart 

HVAC Standards Overview - §535.230 
 
The scope consists of three primary areas: Heating, 
Cooling, and Ducts systems. 
 
Heating Equipment 
 
General Requirements 
 The inspector shall report; 

ο Type of heating systems; Central forced air, 
radiant, baseboard 

ο Energy sources; Natural gas, propane (LP), 
oil, coal, wood, electricity, (Air source) heat 
pumps, ground-source heat pumps) 

▪ Type of fuel-fired heating systems 

based on efficiency: Natural draft, 

Forced-air, Forced draft, Condens-
ing 

▪ The inspector shall report as Deficient: (For all types 

of units) 
ο Inoperative units; 
ο Deficiencies in the thermostats; 
ο Inappropriate locations;  
ο The lack of protection from physical dam-

age;  
ο Burners, burner ignition devices or heating 

elements, switches, and thermostats that 
are not 18 inches above the lowest garage 
floor elevation, unless the unit is listed for 
garage floor installations; 

ο The absence of an opening would allow ac-
cess to inspection, service, repair, or re-
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       placement;  removing permanent construc-
tion or building finish; 

ο When applicable, a floored passageway and 
service platform that would allow access for 
equipment inspection, service, repair, or 
replacement; 

ο Deficiencies in mounting and performance 
of window and wall units. 

 The inspector shall report deficiencies in; (For Elec-
tric Heating Equipment) 

ο Performance of heat pumps; 
ο Performance of heating elements; and 
ο Conditions of conductors; and 

 The inspector shall report as Deficient: (For gas and 
other fuel-fired units) 

ο Gas leaks; 
ο Flame impingement, uplifting flame, im-

proper flame color, or excessive scale 
buildup; 

ο The absence of a gas shutoff valve within six 
feet of the appliance; 

ο The absence of a gas appliance connector 
or one that exceeds six feet in length; 

ο Gas appliance connectors that are con-
cealed within or extended through walls, 
floors, partitions, ceilings, or appliance 
housings; and 

 The inspector shall report as Deficient: deficiencies 
in; (For gas and other fuel-fired units) 

ο Combustion and dilution air; 
ο Gas shutoff valves; 
ο Access to gas shutoff valves that prohibit 

full operation; 
ο Gas appliance connector materials; and 
ο The vent pipe, draft hood, draft, proximity 

to combustibles, and vent terminations 
point and clearances. 

 
Cooling Equipment 
 
Requirements for cooling units other than evaporative 
coolers. 
 The inspector shall report the type of systems; for 

example window air conditioners, evaporative cool-
ers, ductless mini-split, whole house (central) forced
-air, split or packaged 

 The inspector shall report as deficient;  
ο inoperative units; 
ο inadequate Cooling as demonstrated by its 

performance; 
ο the absence of an opening that would allow 

access (inspection/servicing/replacement) 

ο when applicable; a floored passageway and 
service platform 

ο noticeable vibration of blowers or fans; 
ο water in the auxiliary/secondary drain pan 
ο a primary drain pipe that discharges in a 

sewer vent; 
ο missing or deficient refrigerant pipe insula-

tion; 
ο dirty coils, where accessible; 
ο condensing units lacking adequate clearanc-

es or air circulation or that has deficiencies 
in the fins, location, levelness, or elevation 
above grade surfaces 

 The inspector shall report as deficient; deficiencies 
in; 

ο the condensate drain and auxiliary/
secondary pan and drain system; 

ο mounting and performance of window or 
wall units; and 

ο thermostats. 
ο the type of systems; 
ο the type of water supply line; 

 The inspector shall report as deficient;  
ο inoperative units; 
ο inadequate access and clearances; 
ο deficiencies in performance or mounting; 
ο missing or damaged components; 
ο the presents of active water leaks; and 
ο the absence of backflow prevention. 

 
Requirements for evaporative coolers 
 The inspector shall report; 

ο the type of systems; 
ο the type of water supply line; 

 The inspector shall report as deficient;  
ο inoperative units; 
ο inadequate access and clearances; 
ο deficiencies in performance or mounting; 
ο missing or damaged components; 
ο the presents of active water leaks; and 
ο the absence of backflow prevention. 

 
Duct Systems, Chases, and Vents 
 
 The inspector shall report as Deficient: 

ο damaged duct systems or improper materi-
al; 

ο damaged or missing duct insulation; 
ο the absence of airflow at accessible supply 

registers; 
ο the presence of gas piping and sewer vents 

concealed in ducts, plenums, and chases; 
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Actions Not Required 
 
The inspector is not required to perform the following 
actions: 
 program digital thermostats or controls; 
 inspect: 

ο for the pressure of the system refrigerant, 
type of refrigerant, or refrigerant leaks; 

ο winterized or decommissioned equipment; 
or 

ο duct fans, humidifiers, dehumidifiers, air 
purifiers, motorized dampers, electronic air 
filters, multi-stage controllers, sequencers, 
heat reclaimers, wood-burning stoves, boil-

ers, oil-fired units, supplemental heating 
appliances, de-icing provisions, or reversing 
valves; 

 operate: 
ο setback features on thermostats or controls; 
ο cooling equipment when the outdoor tem-

perature is less than 60 degrees Fahrenheit; 
ο radiant heaters, steam heat systems, or un-

vented gas-fired heating appliances; or 
ο heat pumps, in the heat pump mode, when 

the outdoor temperature is above 70 de-
grees; 

 verify: 
ο compatibility of components; 
ο tonnage match of indoor coils and outside 

coils or condensing units; 
ο the accuracy of thermostats; or 
ο the integrity of the heat exchanger; or 

 determine: 
ο sizing, efficiency, or adequacy of the system; 
ο balanced airflow of the conditioned air to 

the various parts of the building; or 
ο types of materials contained in insulation. 
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ο ducts or plenums in contact with the 
earth; and 

 The inspector shall report as Deficient deficien-
cies in: 

ο filters; 
ο grills or registers; and 
ο the location of return air openings. 



 

 

Electrical & Appliances SOPs 

Learning Objectives 

After this module you will be able to: 

 Explain the basics and differences of grounding ver-
sus bonding. 

 Understand the requirements for testing GFCIs. 

 Recognize when and how to test for proper AFCI 
protection. 

 Describe the basics of wire and breaker sizing for A/
C condenser units. 

 Identify how to inspect for proper backflow preven-
tion on dishwashers. 

 Summarize how to properly inspect the safety fea-
tures on a garage door operator. 

 

Electrical 

Overview 

Less than a century ago, many people still relied on can-
dles and kerosene lanterns to light their homes. Then 
came the miracle of electricity that brought us electric 
lights. For years, electric light remained a luxury for 
some people but a dream for most. Many people con-
sidered themselves lucky to finally have one or two 

electric lights to light their homes.  

Today, electricity has become something that we can-
not live without. Almost everything in today’s home 
depends on electricity, and our lives would not be the 
same without it. We often get annoyed at the inconven-
ience of a short power outage because we have become 
accustomed to the normal functioning of our electricity. 

The electrical demands of the modern home have 
grown significantly in the last half century, but the elec-
trical systems of many homes have not kept up with 
these new demands. As a result, while electricity is one 
of the most critical systems in the home, it is also the 
ONE system that is responsible for the most injuries and 
fatalities in the home.  

While plumbing, foundations, roofs, and HVAC systems 
are essential parts of a properly functioning home, they 
don’t have nearly the potential electricity does to injure, 
kill or cause fires. Therefore, there are three critical 
things home inspectors should know concerning elec-
tricity: 

1. How electricity works. 

2. How to competently inspect a home’s electrical sys-

tem. 

3. Warning signs to look for and potentially dangerous 
components that could make a home’s electrical 
system less safe. 

 

Lives could depend on the inspection. 

This module does not cover electrical theory, nor how a 
home’s electrical system is designed. It is not an all-
inclusive review of potentially dangerous electrical is-
sues.  However, this module highlights several topics 
that can be better understood by every home inspector.  

The second part of this module covers appliances. These 
modern conveniences would not be possible were it not 
for electricity. While appliances are not as critical to the 
proper functioning of a home as electricity, appliances 
are modern conveniences that many have grown to de-
pend on. Besides thoroughly inspecting functionality of 
an appliance, there are also safety issues that an inspec-
tor is required to inspect.  
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Grounding and Bonding 

There is a lot of confusion about grounding and bonding 
and the purpose of each. Inspectors refer to grounded 
receptacles, ungrounded receptacles, ground rods, bond-
ing, etc. Sometimes, the words "grounding" and 
"bonding" are used interchangeably, but they mean 
different things, and serve two different purposes. So, 
what is the difference between grounding and bonding?  

What is Grounding? 

Grounding is connecting the home's electrical system to 
the earth in a manner that will limit the voltage caused 
by lightning, line surges, or unintentional contact with 
higher-voltage lines.  Proper grounding will stabilize the 
voltage to earth during normal operation. 

Put another way, the purpose of grounding is to maintain 
a constant voltage of the home's electrical system by 
dissipating voltage spikes caused by outside influences 
such as a lightning strike or a voltage spike on the trans-
mission lines. Voltage spikes impacting the home's elec-
trical system are detrimental because they can damage 
electrical equipment and components in the home. 

Grounding is typically accomplished by connecting the 
electrical service of a home to a grounding electrode sys-
tem. Two of the most common types are concrete-
encased electrodes and ground rod electrodes. A ground 
rod is normally an 8-foot long solid copper rod that is 
driven into the ground. This provides a path for voltage 
spikes to travel to and dissipate into the ground. 

What is Bonding? 

Bonding typically uses a normally non-current-carrying 
conductor to connect devices together to keep them at 
the same voltage. An example of this is swimming pool 
equipment, which must be electrically bonded together 
so that all equipment such as pumps and heaters will be 
at the same voltage. This lowers the risk of electrocution 
if someone comes in contact simultaneously with two 
different pieces of pool equipment at different voltages.   
When devices and equipment is properly bonded, they 
cannot be at different voltages. 
 
Within the home's electrical system, bonding creates a 

path for ground-fault current to travel back to the panel 
to clear the fault. Put another way; bonding provides a 
path for current to flow in order to trip a breaker if there 
is faulty or damaged equipment connected to the outlet. 
This has been called grounding for many years. Most 
electricians and home inspectors call it grounding, but it 
is NOT grounding. 

Bonding is achieved by using what many call the ground 
wire, the bare wire in a three-wire system. The term that 
the electrical industry and National Electrical Code (NEC) 
uses for this wire is the “Grounded Non-Current Carrying 
Conductor.” This wire provides a low-impedance 
(resistance) path for fault current to flow back to the 
panel and cause an overcurrent device (breaker) to trip, 
thus clearing the high voltage and potential electrocution 
hazard. 

Grounding vs. Bonding – A Summary 

Grounding connects a home's electrical system to the 
earth. It is designed to dissipate voltage spikes that occur 
during normal operation. These spikes can be caused by 
surges on the transmission lines, lightning strikes, etc. 
Grounding is designed to protect electrical equipment in 
the home. 

Bonding connects electrical equipment and other metal-
lic parts in the home. Its purpose is two-fold: to keep 
equipment at the same voltage, and to provide a path for 
fault current to flow and clear the fault. Bonding is de-
signed to protect people from electrocution due to a 
fault on electrical equipment in the home. 

One More Important Note  

In the home, electrical receptacles can be "grounded" 
without a Grounding Electrode Conductor (GEC) or a 
ground rod installed.  On the other hand, even with a 
Grounding Electrode Conductor (GEC) and ground rod 
properly installed, all receptacles can still be ungrounded 
(or “open ground”). For example, if an older home has a 
new electrical service (meter, panel, ground rod, etc.) 
installed, but the branch wiring is still an older, two-wire 
system, then every receptacle in that home will still have 
an open ground.  Ground rods have NOTHING to do with 
receptacles being grounded. 
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Grounding Bonding 

Connect the equipment to earth Connect metallic parts together 

Principle component - Grounding Electrode Sys-
tem 

Principle component - Grounded Non-Current Car-
rying Conductor 

Dissipates voltage spikes into the ground Maintains components of the electrical system at 
the same voltage 

Functions principally during normal operation 
of the system 

Functions principally when there is a fault or a 
problem with the system 

Protects equipment Protects people 

DISCUSSION  
 
1. Discuss the difference between grounding and bonding. 
 
2. Discuss the components of a home’s grounding system and the bonding system. 

Ground-Fault Circuit Interrupter (GFCI) Devices 

TREC SOPs state that the inspector shall report  

1. deficiencies in the operation of installed 
ground-fault circuit interrupter devices. 

2. the failure of operation of ground-fault 
circuit interrupter protection devices. 

Item 1 is from the "Service entrance and panels" sec-
tion of the standards; it is referring to testing GFCI 
breakers. Item 2 is from the section covering "Branch 
circuits, connected devices, and fixtures" section; it is 
referring to GFCI-protected receptacles. Taking these 
two statements together, it is clear that all GFCI devic-
es must be tested and reported as deficient if they are 
not operating correctly.  

Some deficiencies in the operation of GFCI breakers 
and/or receptacles include: 

1. failure to trip; 

2. failure to reset; and 

3. failure to lose power when tripped. 

The first two of these examples are often caused by the 
failure of the device. The third example is often caused 
by a receptacle having been miswired.  

NOTE: Modern GFCI receptacles are designed so they 
cannot be reset if they are miswired (i.e. if the wire 
supplying power to the receptacle is connected to the 
"load" side rather than to the "line" side of the recep-
tacle). This is a safety feature that is now required on 
GFCI receptacles in order to prevent the receptacle 
from becoming energized if it has been miswired. 
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How to test GFCI devices? 

What is the proper way to test GFCIs? Is it using the built
-in test button, or is it using an external GFCI tester such 
as a three-light tester? Most manufacturers recommend 
testing GFCI device with the built-in test function on the 
device.  

Often inspectors will encounter several receptacles that 
have been “daisy-chained” together. In a “daisy-chain” 
only the first receptacle in the chain is a GFCI receptacle, 
and it protects all other receptacles downstream. In this 
situation, the inspector should verify that each 
"protected" receptacle is actually protected by plugging 
a GFCI test device into each of the protected receptacles, 
pushing the test button, and ensuring that the GFCI-
protected receptacle actually trips. 

Inspectors should know that external GFCI test devices 
cannot be used to test a GFCI receptacle with an open 
ground because these test devices utilize the ground 
wire on the receptacle in order to simulate a ground 
fault; therefore, without a ground wire connected to the 
receptacle, these test devices are useless to test the 
functionality of the GFCI.  In the case of GFCI receptacles 
with open grounds, the built-in test button must be used 
to test the receptacle.  

Consider a fairly common situation that we see in older 
homes. This situation would normally include one or two 
GFCI-protected receptacles along with some non-GFCI-
protected receptacles in a location that requires GFCI 
protection (such as along a kitchen countertop). The non
-GFCI-protected receptacles may be daisy-chained to the 
GFCI-protected receptacle. The inspector must deter-
mine if the non-GFCI-protected receptacles lose power 
when the GFCI that may be protecting them is tripped. 

Where are GFCI-protected receptacles required? 

Per the SOPs, inspectors should note the absence of GFCI
-protected receptacles in the following locations. 

 bathrooms; 

 garages; 

 outdoors; 

 crawlspaces; 

 unfinished basements; 

 kitchen countertops; and 

 receptacles that are located within six feet of 
the outside edge of a sink. 

 
 
 
 
 
 
 
 

Testing Arc- Fault Circuit Interrupter (AFCI) Devices   

The SOPs state that the inspector is required to report 
deficiencies in "the operation of installed … arc-fault cir-
cuit interrupter devices." The SOPs also state that the 
inspector is not required to test arc-fault circuit inter-
rupter devices when the property is occupied or damage 
to personal property may result, in the inspector's rea-
sonable judgment. 

Looking at these statements together, we can see that 
the inspector is only required to test AFCI devices in un-
occupied homes. To test each AFCI devices, the inspector 
simply pushes the test button on the device and ensures 
that the device trips. If the inspector chooses not to test 
the AFCI device, it is important to note on the inspec-
tion report that the AFCI devices were not tested along 
with the reason why they were not tested. 
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DISCUSSION 
 
Discuss best practices for testing GFCI devices. 

 NOTES   

    

  

  

  

  

  

  

  



 

 

 Case Study - Better Safe Than Sampled 

Facts: A licensed professional inspector was hired by the buyer to perform an inspection.  The inspector inspect-
ed the electrical system and reported no deficiencies in Branch Circuits, Connected Devices, and Fixtures. The in-
spector’s report included the following comment: “The sample of switches and outlets tested appeared to be ser-
viceable at the time of inspection.” 

During the final walkthrough, the buyer noted several deficiencies that were not reported by the inspector. After 
moving in, the buyer commissioned a second inspection. The second inspector noted multiple deficiencies related 
to the electrical system, including improper wiring in wet areas, unsecured wiring, missing covers, and fixtures con-
nected with extension cords. 

Analysis: The inspector should report wiring that is loose, exposed to damage, heat, or moisture, and should re-
port other improper connections, such as the use of extension cords that may be attached to walls, floors, or ceil-
ings. 

Result: The inspector entered into an agreed order resulting in a formal reprimand and administrative penalty of 
$1500 for violation of Section 1102.301, Texas Occupations Code, by performing a real estate inspection in a negli-
gent or incompetent manner.  

Inspecting Smoke Alarms 

The inspector is required to determine if smoke alarms 
are present in the following locations: 

1. in each sleeping room; 

2. outside each separate sleeping area in the immedi-
ate vicinity of the sleeping rooms; and 

3. in the living space of each story of the dwelling.  

The inspector should verify that each smoke alarm is 
functional by pushing the built-in test button on each 
smoke alarm. The inspector is not required to deter-
mine if the smoke alarms are interconnected, how 
effective they are, or if they are suitable for the hearing 
impaired. The inspector is not required to test smoke or 
carbon monoxide alarms if they are monitored by an 
alarm company. 

If the inspector chooses not to test a smoke alarm, it is 
important to note on the inspection report that the 
smoke alarm was not tested along with the reason why 
it was not tested. 
 

Air Conditioner Condenser Unit Breakers and Wire Siz-
ing 

The inspector should understand sizing of the breaker, 

known as an OCPD or Over Current Protective Device 
and the size of the wire supplying the condenser unit.  
This is important because the wire and breaker sizes 
typically do not follow the same rules of wire and 
breaker sizes normally used as shown in the table be-
low. 

Below is a table reflecting typical breaker and wire siz-
es. 

 

Breaker or Fuse 
(amps) 

Min. copper wire 
size (AWG) 

15 14 

20 12 

30 10 

40 8 

55 6 

70 4 
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Why does the A/C condenser unit use different rules? 

Any device containing a motor will have a higher current 
when it is initially starting up than when it is running at 
steady state. This starting current can briefly rise to as 
high as eight times the steady-state current of the motor. 
The effect of this can be seen when the lights in a home 
dim briefly when large motors such as the air conditioner 
compressor and sometimes the refrigerator compressor 
initially come on. This occurs because the high initial cur-
rent running through these large motors causes a brief 
drop in the voltage on the home's overall electrical sys-
tem. 

To prevent a breaker from possibly tripping each time the 
air conditioner starts up, larger breakers are used which 
can handle this brief amount of higher current. Since the 
current remains high only briefly, smaller wire sizes that 
don’t necessarily match the breaker size as shown in the 
table above are allowed to be connected to the breaker. 
Since the current remains high for a very short time, the 
wire is not in danger of overheating under normal oper-

ating conditions. 

In order to properly determine the required wire and 
breaker sizes, there are some terms with which the in-
spector should be familiar regarding the air conditioner 
condenser unit. These terms are MCA (Minimum Circuit 
Ampacity), Minimum Fuse/Breaker, and Maximum Fuse/
Breaker. The numbers associated with these terms can be 
found on the condenser unit's data plate.  

Understanding the meaning of these terms will help the 
inspector to properly determine if the wire size and the 
OCPD are correctly sized for the condenser unit. Slightly 
different terms may be used on some systems, but it is 
normally easy to locate these three numbers on the label 
from just about any condenser unit. 

Below is an example of an air conditioner condenser unit’s 
data plate. 

Photo credit: Mike Morgan 

According to this label, the minimum fuse or breaker size 
for this condenser unit is 40 amps, and the maximum 
size is 45 amps. It is the inspector's responsibility to en-
sure the circuit breaker for the condenser unit is be-
tween 40 and 45 amps. Let's assume that when the in-
spector checks the panel, that the breaker is sized 
properly at 40 amps. Using the normal wire sizing guide-

lines, one would expect #8 or larger wire to be connect-
ed to a 40-amp breaker. 

Reading the label on this condenser unit, the Minimum 
Circuit Ampacity (MCA) is listed at 28 amps. This indi-
cates that the wire must be rated to handle at least 28 
amps. The next common break size is 30 amps.   
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Thus, the smallest common wire size that can handle 30 
amps is #10 wire; therefore, #10 wire is the minimum size 
wire that can supply this condenser unit.  

If an inspector does not understand this concept, and 
doesn’t know how to interpret the numbers on the con-
denser unit label, then they may assume that #10 wire 
must be protected by a circuit breaker no larger than 30 
amps. The numbers in the above table do not necessarily 
apply to air conditioning condenser units. It is important 
to understand this concept. Understanding the various 
numbers on the label on the condenser unit will tell the 
inspector that #10 wire can be connected to the 40-amp 
breaker for this air conditioning unit.  

Every system is different, and this is just one example us-
ing one system and one label. Understanding this concept 
can help the inspector determine if a deficiency exists.   

Incorrectly reporting this as a deficiency could cause a 
homeowner to consult with an electrician to correct the 
wiring to the condenser unit. In the end, the electrician 
would tell the homeowner that there is no problem with 
the wire size being used. 

GROUP EXERCISE 

Break into groups and discuss the following items for about five minutes.  Each group will report their findings 
back to the class. It may be best to assign only one or two questions to each group so that each topic can be dis-
cussed thoroughly. 

1. Discuss best practices regarding inspecting smoke and carbon monoxide alarms, including things that may 
be “beyond the scope” that may be important to note in an inspection report. 

2. What is the proper method to use for testing GFCI receptacles? 
 
3. Discuss the limitations of using various testing devices such as the 3-light tester used by many home inspec-

tors. 
 
4. Discuss various tools that inspectors could use to inspect a home’s electrical system.  

5. Discuss the proper way to test 250-volt receptacles. 

6. Determine the minimum/maximum wire size and the minimum/maximum breaker size for the condenser 
unit whose specs are shown in the photo. 
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Electrical Standards Overview - §535.229 
 
The standard covers service entrance and panels, branch 
circuits, connected devices, and fixtures. 
 
Service entrance and panels 

 
 The inspector shall report as Deficient: 

ο a drop, weatherhead or mast that is not se-
curely fastened to the building; 

ο the absence of or deficiencies in the grounding 
electrode system; 

ο missing or damaged dead fronts or covers 
plates; 

ο conductors not protected from the edges of 
electrical cabinets, gutters, or cutout boxes; 

ο electrical cabinets and panel boards not ap-
propriate for their location; such as a clothes 
closet, bathrooms or where they are exposed 
to physical damage; 

ο electrical cabinets and panel boards that are 
not accessible or do not have a minimum of 36
-inches of clearance in front of them; 

ο deficiencies in: 

▪ electrical cabinets, gutters, cutout 

boxes, and panel boards; 

▪ the insulation of the service entrance 

conductors, drip loop, separation of 
conductors at weatherheads, and 
clearances; 

▪ the compatibility of overcurrent devic-

es and conductors; 

▪ the overcurrent device and circuit for 

labeled and listed 250-volt  appliances; 

▪ bonding and grounding; 

▪ conductors; 

▪ the operation of installed ground-fault 

or arc-fault circuit interrupter devices; 
and 

ο the absence of: 

▪ trip ties on 250-volt overcurrent devic-

es or multi-wire branch circuit; 

▪ appropriate connections; 

▪ anti-oxidants on aluminum conductor 

terminations; 

▪ a main disconnecting means. 

 The inspector is not required to: 
ο determine present or future sufficiency of ser-

vice capacity amperage, voltage, or the capaci-
ty of the electrical system; 

ο test arc-fault circuit interrupter devices when 
the property is occupied or damage to person-
al property may result, in the inspector's rea-
sonable judgment; 

ο conduct voltage drop calculations; 
ο determine the accuracy of overcurrent device 

labeling; 
ο remove covers where hazardous as judged by 

the inspector; 
ο verify the effectiveness of overcurrent devices; 

or 
ο operate overcurrent devices. 

 
Branch circuits, connected devices, and fixtures 
 

The inspector shall: 

ο manually test the installed and accessible smoke 
and carbon monoxide alarms; 

ο report the type of branch circuit conductors; 

ο report as Deficient: 

▪ the absence of ground-fault circuit inter-

rupter protection in all: 

▪ bathroom receptacles; 

▪ garage receptacles; 

▪ outdoor receptacles; 

▪ crawl space receptacles; 

▪ unfinished basement receptacles; 

▪ kitchen countertop receptacles; and 

▪ receptacles that are located within six feet 

of the outside edge of a sink; 

ο the failure of operation of ground-fault circuit in-
terrupter protection devices; 

ο missing or damaged receptacle, switch or junction 

box covers; 

ο the absence of: 

▪ equipment disconnects; 

▪ appropriate connections, such as copper/

aluminum approved devices, if branch 
circuit aluminum conductors are discov-
ered in the main or sub-panel based on a 
random sampling of accessible receptacles 
and switches; 

ο deficiencies in: 

▪ receptacles; 

▪ switches; 

▪ bonding or grounding; 

▪ wiring, wiring terminations, junction box-

es, devices, and fixtures, including improp-
er location; 

▪ doorbell and chime components; 

▪ smoke and carbon monoxide alarms; 
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ο improper use of extension cords; 
ο deficiencies in or absences of conduit, where 

applicable; and 
ο the absence of smoke alarms: 

▪ in each sleeping room; 

▪ outside each separate sleeping area 

in the immediate vicinity of the 
sleeping rooms; and 

▪ in the living space of each story of 

the dwelling. 
 
 
 
 

 The inspector is not required to: 
ο inspect low voltage wiring; 
ο disassemble mechanical appliances; 
ο verify the effectiveness of smoke alarms; 
ο verify interconnectivity of smoke alarms; 
ο activate smoke or carbon monoxide alarms 

that are or may be monitored or require the 
use of codes; 

ο verify that smoke alarms are suitable for the 
hard of hearing ; or 

ο remove the covers of junction, fixture, re-
ceptacle or switch boxes unless specifically 
required by these standards. 
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Appliances 

Dishwasher Back Flow Prevention 

The process of liquid flowing in the direction opposite of 
what is intended is called backflow. Backflow prevention 
in dishwashers is important to prevent dirty water from 
flowing backwards from the sink or garbage disposal and 
back into the dishwasher and causing water damage to 
the kitchen floors and cabinetry. 

The ICC requires certain features on all dishwashers to 
prevent contaminated water from back flowing into the 
dishwasher. First, all dishwashers must have a backflow 
preventer installed by the factory when the dishwasher 
is manufactured. Second, even with this safeguard in 
place, an additional means of backflow prevention is 
required when the dishwasher is installed in the home. 
The two most commonly used types of backflow preven-
tion used when the dishwasher is installed are "high 
loops" and "air gaps.”  High loops are the most common. 

High Loop 

A high loop is created by elevating the dishwasher drain 
hose to form a loop underneath the kitchen sink in order 
to prevent dirty water in the sink or garbage disposal 
from being sucked or siphoned back into the dishwasher 
- commonly referred to as backflow. A high loop accom-
plishes this by keeping some air in the upper part of the
drain hose. This air should break the siphon if dirty wa-
ter tries to flow backward from the sink or disposal to-
ward the dishwasher through the dishwasher drain
hose.

Air Gap 

A less commonly used device, but one with which in-
spectors should be familiar, is the air gap. An air gap is a 
device that is mounted on the kitchen countertop near 
the sink and is also designed to prevent backflow to the 
dishwasher if the sink drain or disposal becomes 
clogged. 

An air gap is connected to the sink and to the dishwash-
er with two separate hoses. The two hoses are never 
connected to each other. Inside the air gap, there are 
two tubes: one comes from the dishwasher, and the 
other goes to the sink's drain. The fact that the two hos-
es are separated by air (an air gap), makes air gaps very 
effective in preventing backflow into the dishwasher. 

Testing Garage Door Operator Safety Features 

There are three main safety features that should be in-
spected on a garage door operator: 

1. an infrared sensor to reverse the door if something
crosses the path of the door while it is closing;

2. an auto reversing mechanism to reverse the door if
the door contacts something while it is closing; and

3. a safety release to allow the door to be quickly re-
leased from the operator should someone or some-
thing become trapped under a door that fails to re-
verse automatically.

Prior to operating the garage door operator, it is recom- 
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mended that the garage door, itself, be inspected. By 
inspecting the door first, the inspector can likely avoid 
damaging the door or operator if there is a problem 
with the door, or if a lock happens to be engaged. 

Some items that should be inspected on the door in-
clude: 

1. door panels and stabilizers;

2. hinges, rollers, and rails;

3. springs and cables;

4. locking mechanism if present; and

5. other components.

Next, the inspector should ensure that each of the three 
safety features is present and functional. It is recom-
mended to inspect the safety release first. This will allow 
the inspector to operate the door manually and ensure 
that there is no binding or other issues prior to using the 
garage door operator. 

Safety release 

The inspector should ensure that a working safety re-
lease is present and functional. To test this, the rope 
should be pulled to disengage the door from the opera-
tor. With the door disengaged, it should easily move up 
and down manually. 

Testing the infrared sensor 

This is as simple as pushing the button to close the door 
and then, while it is closing, interrupting the infrared 
beam to ensure that the door stops closing and begins 
reversing. It is also important to ensure that the sensors 
are installed within six inches of the garage floor. 

Testing the auto-reversing feature 

Most manufacturers recommend that the auto-
reversing feature be tested by placing a solid object such 
as a brick or 2x4 on the ground under the center of the 
door and then pushing the button to close the door. The 
door should reverse as soon as it makes contact with 
the object. Be aware that if the auto reversing function 
is broken, testing this feature could cause damage to the 
door.  

The absence of any of these safety features should be 
reported as a deficiency. 

Requirements for Bathroom Exhaust Fans 

Proper ventilation is a critical part of a properly-
functioning house. After a hot shower, a bathroom mir-
ror is typically so fogged up that it is not useable for sev-
eral minutes. There is also the same amount of moisture 
on just about every surface in the bathroom. It is just 
much more visible on the mirror. 

If not adequately dealt with, moisture can and will 
wreak havoc on a home over a period of time. It can 
cause rot and mold, and can create a condition more 
conducive to termite activity. For this reason, the in-
spector should ensure that there is adequate bathroom 
ventilation. 

With regard to mechanical exhaust systems or bath-
room exhaust fans, the SOPs requires an inspector to 
“report as Deficient: 

1. inoperative units;
2. deficiencies in performance or mounting;
3. missing or damaged components;
4. ducts that do not terminate outside the building”

Based on item 3 above, a missing exhaust fan, if re-
quired, would constitute a “missing component.” 

When are exhaust fans required, and when are they 
not required to be installed in a bathroom?  

Current building codes require that all bathrooms have 
some type of ventilation. They must either have a win-
dow that opens or an exhaust fan capable of moving 
and least 50 cfm of air. Code also states that the exhaust 
fan must discharge outside the home. While some mu-
nicipalities do not enforce the requirement to discharge 
outside the home, the SOPs require inspectors to report 
as deficient an exhaust fan that does not discharge out-
side the home. 
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GROUP EXERCISE 

Break into groups and discuss the following items for about five minutes.  Each group will report their findings back to 
the class. It may be best to assign only one or two questions to each group so that each topic can be discussed in more 
depth. 

1. Discuss the proper way to test a garage door operator auto-reversing feature. Discuss the risks associated with 
testing the auto-reversing feature. 

2. Discuss various ways cross connections or back flow can occur with dishwashers and food waste disposers. Discuss 
things that the inspector should look for on these two appliances to ensure that cross connections do not occur. 

3. Discuss in your group how a dishwasher should be inspected. 

4. List the items/features that those in your group commonly look for when inspecting an oven/range. (Items that 
are not specifically listed in the SOPs may be included in this list.) 

5. Discuss best practices concerning inspecting microwaves. 

Appliance Standards Overview - §535.232 

The scope consists of nine major areas: (1) Dishwashers; 
(2) Food Waste Disposers; (3) Range Hood & Exhaust 
Systems; (4) Ranges, Cooktops, & Ovens; (5) Microwave 
Ovens; (6) Mechanical Exhaust Vents & Bathroom Heat-
ers; (7) Garage Door Openers; (8) Dryer Exhaust Sys-
tems; and (9) Other. 

  
General provisions  
 The inspector is not required to: 

ο operate or determine the condition of oth-
er auxiliary components of inspected items; 

ο test for microwave oven radiation leaks; 
ο inspect self-cleaning functions; 
ο disassemble appliances; 
ο determine the adequacy of venting sys-

tems; or 
ο determine proper routing and lengths of 

duct systems. 
 

Dishwashers  
 The inspector shall report as Deficient: 

ο inoperative units; 
ο deficiencies in performance or mounting; 
ο rusted, missing or damaged components; 
ο the presence of active water leaks; and 
ο the absence of backflow prevention. 
 

 

Food waste disposers 
  The inspector shall report as Deficient: 

ο inoperative units; 
ο deficiencies in performance or mounting; 
ο missing or damaged components; and 
ο the presence of active water leaks. 
 

Range hoods and exhaust systems.  
 The inspector shall report as Deficient: 

ο inoperative units; 
ο deficiencies in performance or mounting; 
ο missing or damaged components; 
ο ducts that do not terminate outside the 

building, if the unit is not of a re-circulating 
type or configuration; and 

ο improper duct material. 
 

Electric or gas ranges, cooktops, and ovens.  
 The inspector shall report as Deficient: 

ο inoperative units; 
ο missing or damaged components; 
ο combustible material within thirty inches 

above the cook top burners; 
ο absence of an anti-tip device, if applicable; 
ο gas leaks; 
ο the absence of a gas shutoff valve within six 

feet of the appliance; 
ο the absence of a gas appliance connector or 

one that exceeds six feet in length; 
ο gas appliance connectors that are con-

cealed within or extended through walls, 
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floors, partitions, ceilings or appliance hous-
ings; and 

ο deficiencies in: 

▪ thermostat accuracy (within 25 de-

grees at a setting of 350° F); 

▪ mounting and performance; 

▪ gas shut-off valves; 

▪ access to a gas shutoff valves that 

prohibits full operation; and 

▪ gas appliance connector materials. 

 
Microwave ovens 
  The inspector shall inspect built-in units and report 

as Deficient: 
ο inoperative units; 
ο deficiencies in performance or mounting; 

and 
ο missing or damaged components. 
 

Mechanical exhaust systems and bathroom heaters 
  The inspector shall report as Deficient: 

ο inoperative units; 
ο deficiencies in performance or mounting; 
ο missing or damaged components; 
ο ducts that do not terminate outside the 

building; and 

ο a gas heater that is not vented to the exteri-
or of the building unless the unit is listed as 
an unvented type. 

 
Garage door operators 
 The inspector shall report as Deficient: 

ο inoperative units; 
ο deficiencies in performance or mounting; 
ο missing or damaged components; 
ο installed photoelectric sensors located more 

than six inches above the garage floor; and 
ο door locks or side ropes that have not been 

removed or disabled. 
 

Dryer exhaust systems 
 The inspector shall report as Deficient: 

ο missing or damaged components; 
ο the absence of a dryer exhaust system when 

provisions are present for a dryer; 
ο ducts that do not terminate to the outside of 

the building; 
ο screened terminations; and 
ο ducts that are not made of metal with a 

smooth interior finish. 

 NOTES   
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Plumbing & Optional Systems SOPs 

Learning Objectives 

After this module you will be able to: 

 Identify typical locations of active plumbing leaks. 

 Recognize the purpose of water pressure reducing 
valve and devices. 

 Understand water heater concerns that inspectors 
should be aware of. 

 Name the five Optional Systems listed in the SOPs. 

 Recall best practices to inspect each of the five Op-
tional Systems. 

 Understand that inspection of the optional systems 
is voluntary and why an inspector may decide to 
inspect or not inspect them. 

Plumbing 

Overview 

Indoor plumbing became more available for most Amer-

icans about 100 years ago. According to 

www.theplumber.com, some rural areas did not have 

indoor commodes until the 1960’s.  

In 1954, Albert Einstein joked that rather than becoming 

a scientist, he could have been a plumber. That com-

ment yielded him many invitations from plumbers to 

join the plumbing profession. As an inspector, when you 

observe a plumbing installation you should ask yourself, 

“Was this installed by an Einstein plumber or a handy-

man?”  

An inspector should remember in broad terms, that 

plumbing systems protect the sanitary health of the na-

tion. Home inspectors should be aware of plumbing 

conditions that may contaminate residential water sys-

tems or impact their client or community’s health and 

safety.  The client depends on the inspection to notify 

them if the plumbing installation is deficient. Deficien-

cies in a plumbing installation can cause not only future 

property damage but may make a client ill. 

Home inspectors need to know more than “effluent 

runs downhill.” Having a sufficient flow of water is an 

assumed expectation. Home inspectors also identify 

plumbing conditions that may contaminate residential 

water systems or impact their client or community’s 

health and safety.  Obvious leaks are relatively easy to 

spot.  It’s more challenging leaks that can be easily over-

looked.   

The picture below reflects what can happen when water 

is left on during the inspection and the property has a 

defective shower pan.   

Photo credit: Brian Murphy 
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REMEMBER! 

DO NOT LEAVE ANY ROOM WITH WATER RUN-

NING!  (or you will pay…) 
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Plumbing Fixture Inspections 

Always look for leaks before turning on the hot and cold 
water. Then look again after running the water and 
testing the drain.  
 
There are several typical locations for plumbing leaks: 

 Tub and shower valve handles and spouts 
may leak through wall openings. 

 Drain connections at tubs and showers may 
leak only after continued water flow and 
use. 

 Walls immediately adjacent to showers may 
have signs of water damage or wet condi-
tions. 

  Commodes may not exhibit leaks until 
flushed several times. Look between the 
tank and the bowl and at the floor. Use a 
mirror if necessary.  

 
Another consideration is the age of the fixtures and 
fittings. Are they original to the house? Have previous 
repairs been made properly? If it is a new fixture, has it 
been installed correctly?  
 
Slow down and take time to find these leaks. Avoid 
complacency. Sometimes it takes a while before the 
leak is apparent.  
 

Water Pressure Reducing Valves or Devices 

Water pressure exceeding 80 psi should be reported as 
deficient. A water pressure reducing valve or device 
may be necessary to protect the plumbing system and 
fixtures that may be damaged from excessive or high 
water pressure. Older homes may have air chambers 
installed in the walls adjacent to some plumbing fixtures 
like the laundry connection. These can become water-
logged and no longer function. Shock arrestors may not 
be sufficient to protect piping from extreme water ham-
mer conditions.  Several types of plumbing fixtures and 
appliances may be damaged from high water pressures 
and water hammers.  A water hammer results when a 
surge of high water pressure forces the water to stop or 

change direction abruptly. 
 
The picture below is an example of a water pressure 
test at the outside hose bib. 

 
 

The resulting damage to the piping or fixture may result 

in water that runs continuously and does not shut off. 

Significant water loss and water damage may occur. The 

fixture or parts may need to be replaced. Types of appli-

ances or fixtures with valves that may be damaged from 

excessive high water pressure or water hammer events 

include water softeners, washing machines, dishwash-

ers, icemakers, and toilet ballcocks. 

Expansion Devices and Mixing Valves 

When water pressure reducing valves or devices are in 

use, expansion devices like expansion tanks are also in-

stalled. The size of an expansion tank or device can be 

determined from a chart that includes the size of the 

water heater. 

The air pressure inside the tank should be set the same 
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as the incoming water pressure. It can be measured at 
the top of the tank similar to testing tire pressure. It is 
also possible for expansion devices to fail and become 
water logged. 
 
Common locations for mixing valves are in bathrooms 
where bathtubs that have separate hot and cold valves. 
The mixing valve is used to reduce scalding tempera-
tures by mixing cold water into the hot water supply. 
This should be identified so the client knows where to 
access and adjust this valve as needed. 
 
Sink Drain Vents and Air Admittance Valves 

Sink drains that do not have separate air vents for the 
drain may have an air admittance valve. Island sink 
drain loop vents may be replaced with this type of vent. 
These mechanical devices are installed past the sink 
drain trap and extend towards the countertop of the 
sink cabinet area. They should be identified as an item 
to be monitored for possible future replacement. If a 
sewer gas odor is observed, the inspector should rec-
ommend replacement.   
 
Below is an example of a sink drain and an air ad-
mittance valve.  The diagram shows the valve closed 
and the valve open.  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Gas Leak Detection 

Gas distribution leaks should be reported as deficient. 
Testing for gas leaks does not require the use of an elec-
tronic gas detection device or leak detection bubbles. 
Inspectors who have lost their sense of smell and are 
unable to detect gas leaks in this traditional method, 
may want to consider use of specialized equipment.  
Otherwise, the inspector should inform their client of 
their circumstance and encourage them to have some-
one else inspect for gas leaks. 
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The picture below is an example of a gas line leak test. 

Gas Piping Systems and Gas Pressure Regulators 

Gas piping systems should be sized to provide ade-
quate BTU’s to gas fixtures and appliances. The type of 
gas piping material used impacts the size, length, and 
pressure needed to meet BTU demands. Steel gas pip-
ing sizing is not the same as Corrugated Stainless Steel 
Tubing (CSST). 

If the gas piping system has been altered from its origi-
nal installation by a nonprofessional, further evaluation 
to verify proper installation of the gas piping is ad-
vised. One example is connecting a new gas line to a 
kitchen cooktop from the gas dryer piping. 

Smaller gas supply lines may be used with higher gas 
pressure piping. This allows for the plumber to install a 
smaller gas line to a gas pressure regulator and still 
meet the BTU demands by feeding a manifold of small-
er gas pipes. This reduces material costs and eases in-
stallations.  

When a gas pressure regulator is installed, it should be 
installed in a horizontal position for proper operation. 
It should not be installed at a vertical gas pipe. When 
gas pressure regulators are installed in foamed or un-
vented attic areas, they must have a separate gas vent 

tube from the valve bleed fitting that terminates out-
side. 

Photo credit: Brian Murphy 

Case Study – A TREC Inspection Does Not Include an 

Optional “Gas Line Leak Test” 

Facts: A licensed professional inspector was hired by the 

buyer to perform an inspection. As an optional part of 

his inspection, Respondent performed a “Gas Line Leak 

Test.” Respondent represented to the client that his 

TREC license allowed him to perform a Gas Line Leak 

Test so long as the system was not pressurized.  

According to Respondent his method for inspecting gas 

supply lines for leaks is to turn off all pilot lights in gas 

appliances inside the house for approximately 30 

minutes and check the gas meter for movement that 

would indicate leaks in the supply system. The inspec-

tor’s test did not detect leaks in the gas supply system.  

After moving into the home, the buyer learned that 

there was a gas leak in one of the gas lines. It was deter-

mined that the leak was caused by a roofing nail pene-

trating the gas line when the roof was installed for the 

previous owner before the sale. The roofing company 

acknowledged responsibility for damaging the gas pipe 

and paid for the repairs. 

Analysis:  According to the Texas Plumbing Board, to be 

effective, a Gas Line Leak Test requires pressurization 

and only a licensed plumber can perform a Gas Line Leak 

Test. The inspector was negligent in performing the in-

spection and failed to report the damage to the gas line. 

Result: Respondent refunded the entire inspection fee 

of $895.10 back to the buyer, and agreed to cease to 

perform “Gas Line Leak Tests.” Respondent entered into 

an agreed order resulting in a formal reprimand and ad-

ministrative penalty of $1,100 for a violation of Section 

1102.301, Texas Occupations Code, by performing a real 

estate inspection in a negligent or incompetent manner 

(The order also addressed an advertising violation). 
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Recommending Further Evaluations 

When recommending a client seek further evaluation of 
plumbing items by a licensed plumber, be clear when 
discussing these items with your client. For example, a 
shower pan testing by a plumbing contractor typically 
includes the removal of the shower drain cover and in-
sertion of a test ball below the level of the shower pan. 
The picture below shows an example of testing a show-
er pan.  

 

 Water Heater Safety  

Why do people call it a hot water heater? Because it 
heats hot water. When a hot water heater continuously 
heats hot water, bad things can happen.  The inspection 
and possible testing of the water heater temperature 
pressure relief valve is necessary because of the possi-
ble impact of time on this safety device.  A homeowner 
may say that it has been there for 10 years and nothing 
bad has ever happened. Another perspective may be 
that the homeowner has been lucky for 10 years and a 
tragedy could happen at any moment. 
 
Clients are mainly interested in knowing that they will 
have hot water. Most don’t understand why it has a 

safety Temperature Pressure Relief Valve 
(TPRV). Inspections and re-inspections of safety devices 
are part of the inspector’s responsibilities and duties. A 
complete inspection of the valve can be done by a li-
censed plumber. This entails removing and visually in-
specting for accumulation of deposits and corrosion, 
and to ensure that it has not been altered or improperly 
repaired. Replacement of an old TPRV with a new TPRV 
may be recommended. Prevention of water heater ex-
plosions or personal injuries are reasons the TPRV 
should have a periodic re-inspection. Recommend to 
the client that a TPRV inspection log should be estab-
lished for a record of inspection dates and inspection 
results for re-inspection of the TPRV.  
 
The inspector has the authority to report to the client 
that further evaluation of the TPRV is advised or that it 
should be replaced and properly installed by a licensed 
plumber. 
 
Water Heater Relief Valve Installation 

The relief valve temperature sensor measures tempera-
ture and pressure. The relief valve temperature sensor 
should be located in the hottest part of the tank, typi-
cally the top 6 inches. The sensing element should be 
immersed in the hottest water (at the top 6 inches of 
the tank).  
 
Usually a dripping relief valve is the result of thermal 
expansion or foreign material at the seat preventing it 
to close.  A valve that relieves in volume is usually due 
to excessive high temperature.  A new temperature and 
pressure relief valve should be installed when a water 
heater is replaced. Alterations of parts may result in 
devastating damage or injuries. 
 
Plumbing Systems Standards Overview - §535.231 

The plumbing system SOPs cover three areas: plumbing 

systems, water heater, and hydro-massage therapy 

equipment. 

Plumbing systems 

 The inspector shall report: 
ο location of water meter; 
ο location of homeowners main water supply 

shutoff valve; and 
ο static water pressure; 

 report as Deficient: 
ο the presence of active leaks; 

Photo credit: Brian Murphy 

DISCUSSION 

1. Should an inspector test for shower pan leaks? 
 

2. What effects can foundation damage and repairs 
have on drain piping beneath a home and how can 
drain piping damage be detected?  
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ο the lack of a pressure reducing valve when 
the water pressure exceeds 80 PSI; 

ο the lack of an expansion tank at the water 
heater(s) when a pressure reducing valve is 
in place at the water supply line/system; 

ο the absence of: 

▪ fixture shut-off valves; 

▪ dielectric unions, when applicable; 

▪ back-flow devices, anti-siphon de-

vices, or air gaps at the flow end of 
fixtures; and 

ο deficiencies in: 

▪ water supply pipes and waste pipes; 

▪ the installation and termination of 

the vent system; 

▪ the performance of fixtures and 

faucets not connected to an appli-
ance; 

▪ water supply, as determined by 

viewing functional flow in two fix-
tures operated simultaneously; 

▪ fixture drain performance; 

▪ orientation of hot and cold faucets; 

▪ installed mechanical drain stops; 

▪ commodes, fixtures, showers, tubs, 

and enclosures; and 

▪ the condition of the gas distribution 

system. 
 The inspector is not required to: 

ο operate any main, branch, or shut-off 
valves; 

ο operate or inspect sump pumps or waste 
ejector pumps; 

ο verify the performance of: 

▪ the bathtub overflow; 

▪ clothes washing machine drains or 

hose bibbs; or 

▪ floor drains; 

ο inspect: 

▪ any system that has been winter-

ized, shut down or otherwise se-
cured; 

▪ circulating pumps, free-standing 

appliances, solar water heating sys-
tems, water-conditioning equip-
ment, filter systems, water mains, 
private water supply systems, water 
wells, pressure tanks, sprinkler sys-
tems, swimming pools, or fire sprin-

kler systems; 

▪ inaccessible gas supply system com-

ponents for leaks; 

▪ for sewer clean-outs; or 

▪ for the presence or performance of 

private sewage disposal systems; or 
ο determine: 

▪ quality, potability, or volume of the 

water supply; or 

▪ effectiveness of backflow or anti-

siphon devices. 
 

Water heaters 

 The inspector shall report: 
ο the energy source; 
ο the capacity of the units; 

 report as Deficient: 
ο inoperative units; 
ο leaking or corroded fittings or tanks; 
ο damaged or missing components; 
ο the absence of a cold water shut-off valve; 
ο if applicable, the absence of a pan or a pan 

drain system that does not terminate over a 
waste receptor or to the exterior of the 
building above the ground surface; 

ο inappropriate locations; 
ο the lack of protection from physical dam-

age; 
ο burners, burner ignition devices or heating 

elements, switches, or thermostats that are 
not a minimum of 18 inches above the low-
est garage floor elevation, unless the unit is 
listed for garage floor installation; 

ο the absence of an opening that would allow 
access to equipment for inspection, service, 
repair or replacement without removing 
permanent construction or building finish; 

ο when applicable; a floored passageway and 
service platform that would allow access for 
equipment inspection, service, repair or 
replacement; 

ο the absence of or deficiencies in the tem-
perature and pressure relief valve and dis-
charge piping; 

ο a temperature and pressure relief valve that 
failed to operate, when tested manually; 

 The inspector is not required to: 
ο verify the effectiveness of the temperature 

and pressure relief valve, discharge piping, 
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or pan drain pipes; 
ο operate the temperature and pressure relief 

valve if the operation of the valve may, in the 
inspector's reasonable judgment, cause dam-
age to persons or property; or 

ο determine the efficiency or adequacy of the 
unit. 

 Requirements for electric units. The inspector shall 
report as Deficient deficiencies in: 

ο performance of heating elements; and 
ο condition of conductors; and 

 Requirements for gas units. The inspector shall re-
port as Deficient: 

ο gas leaks; 
ο flame impingement, uplifting flame, improp-

er flame color, or excessive scale build-up; 
ο the absence of a gas shut-off valve within six 

feet of the appliance; 
ο the absence of a gas appliance connector or 

one that exceeds six feet in length; 
ο gas appliance connectors that are concealed 

within or extended through walls, floors, par-
titions, ceilings or appliance housings; 

ο deficiencies in: 

▪ combustion and dilution air; 

▪ gas shut-off valves; 

▪ access to a gas shutoff valves that 

prohibit full operation; 

▪ gas appliance connector materials; 

and 

▪ vent pipe, draft hood, draft, proximi-

ty to combustibles, and vent termi-
nation point and clearances. 

 
Hydro-massage therapy equipment 

 The inspector shall report as Deficient: 
ο inoperative units; 
ο the presence of active leaks; 
ο deficiencies in components and perfor-

mance; 
ο missing and damaged components; 
ο the absence of an opening that would allow 

access to equipment for inspection, service, 
repair or replacement without removing per-
manent construction or building finish; and 

ο the absence or failure of operation of ground
-fault circuit interrupter protection devices; 
and 

 The inspector is not required to determine the ade-
quacy of self-draining features of circulation systems. 

 

Optional Systems 
 

Overview 
 
Optional Systems include five items TREC has identified 
and deemed necessary to set a standard protocol to en-
sure the public is protected and inspectors understand 
what is expected of them. 

An inspector is not required to inspect optional systems, 
and in fact, some home inspectors don't inspect any of 
them. Informal surveys indicate even fewer inspectors 
perform all five optional items. An average number of 
inspectors perform two or three optional systems, with 
the most common ones being irrigation, outbuildings, 
and pools/spa/hot tubs in that order.  

As inspectors became more competitive, the optional 
system inspections were regarded as a way to stand out 
and were the beginning of inspection packages as a mar-
keting strategy.  When an inspector decides they want to 
offer one or more of these optional inspections, they 
must be competent to do so. The general provisions in 
TREC rule §535.227 also apply to optional systems. Ques-
tions may arise when other regulatory entities in Texas 
issue occupational licenses in afield closely related to 
those listed in optional systems.   

Landscape Irrigation Systems 

The inspector is required to operate ALL zones manually. 
This requires a basic knowledge of multiple manufactur-
ers with equipment spanning decades.  

Three key components to look for and note as deficient if 
not found:  

 Rain sensor; 

 Backflow device; and 

 Isolation (shut off) valve. 

If the isolation valve is off or either of the backflow 
shutoff valves are in the off position, the system will not 
operate. General limitations do not require the inspector 
to turn these on, but they are not restricted from doing 
so. Unlike turning on indoor water that may leak inside 
the home. turning on irrigation has little potential to 
cause damage since its purpose is to dispense water. 

Report as deficient: 

 A zone that does not respond; 

 Surface water leaks; 

 Unsecured controller; and 

 Broken or damaged water emission device 
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(pop-up, static or rotating spray head.) 

This requires the inspector to walk each zone as it is op-
erating, observing the heads and looking for under-
ground leaks that will eventually surface. 

An inspector is not required to provide an opinion on 
effective coverage, other than a pipe break that lowers 
the pressure in one zone relative to the pressure in other 
zones. Basic Sesame Street standard, note zone pressure 
that is drastically not like the others as needing further 
evaluation.  

Inspectors are not required to determine if the rain sen-
sor functions. But if the system overall does not respond 
in the manual mode with the sensor in the active posi-
tion and it has rained recently, it can be inferred as oper-
ational by switching to inactive and, as a result, the sys-
tem starts operating. 

Swimming Pools, Spas, Hot Tubs, and Equipment 

Swimming pool inspections are not regulated by any oth-
er Texas occupational license. Like septic inspections, 
association training and certifications are the most com-
mon route to ensure minimum competency. The chal-
lenge in this field is the diversity of systems that make it 
virtually impossible to be well-versed in all possible in-
stallations. Adding to the challenge, new systems are 
introduced every year. What does an inspector do when 
performing an inspection, and during the initial assess-
ment, they find that the equipment is WIFI controlled on 
a smart device?  If it hasn't happened yet, it will.  

An inspector should report the type of construction. 
Common construction types include concrete, vinyl liner, 
and fiberglass. Note what may seem obvious, such as in-
ground or above ground.  

The Virginia Graeme Baker Pool and Spa Safety Act 
changed the way we look at pools. The Act highlighted 
entrapment hazards among other safety needs. Entrap-
ment hazards are most common in older pools usually 
(not always) indicated by the presence of a single main 
drain. Dangers can include hair entrapment, limb entrap-
ment, mechanical entrapment (bathing suit or necklace), 
and body entrapment. Any of these can hold a person 
underwater.  Risks associated with pool and spa drains 
make adequate training a necessity.   

Leaks in equipment or piping are also examples of de-
fects.  It is not uncommon to observe a leak in the seal 
between the water pump and motor. Electrical items to 
consider include bonding of motors, such as blower mo-
tors and GFCI protection, and any dedicated panels.  

Safety barriers is a term referring to whatever is used to 
completely surround the pool to control access. They do 
not eliminate the risk but add layers of protection, espe-
cially for children. Most people think of fences, but they 
actually include structures that act as part of the perime-
ter. Gates may be self-closing & latching, fences have 
size and construction characteristics that make the pool 
more difficult to access by animals and unaccompanied 
children. If the residence is part of the barrier and has 
doors that open directly to the pool, they have require-
ments such as door alarms, self-latching locks, and locks 
beyond the reach of children.  

Defects in the physical structure, such as cracks in the 
pool structure, damaged tiles, coping, decking, and much 
more, are listed in the SOPs. 

Unlike the irrigation system, the SOPs do not specifically 
require the inspector to operate the system in the manu-
al mode, but it is implied with the requirement to note 
defects in motors & pumps. The SOPs also state that the 
operation of valves is not required, however, valves may 
be the only way to evaluate water features. Most filters 
have a selector that diverts the water from the pump in 
multiple directions, through the filter, backwash, even 
empty the pool. As a reminder, filter media has a life ex-
pectancy that may be unknown.  

Training is gold in the area of advanced sanitizing tech-
nology, such as chlorine (salt) generators, ultraviolet ger-
micidal light, ozone systems, and old fashion chemical 
dispensers. 

Additional considerations include rain gutter discharge 
locations and the proximity of the home, which can 
cause problems in controlling water quality.  

Note: The SOPs list the presence of a single blockable 
main drain as a defect, but there are multiple ways to 
make a single drain safe such as a vacuum release system 
or an automatic pump shut-off system.  

Outbuildings 

Outbuilding inspections are performed according to the 
same structural, electrical, HVAC and plumbing standards 
used on the principal building. Examples of outbuildings 
include storage buildings, workshops, and exterior adult 
dwelling units (ADUs.) 

The SOPs require the inspector to check for GFCI in grade 
level UNFINISHED accessory building(s) used for storage or 

a work area like a workshop. 
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Private Water Wells 

It may seem simple to inspect private water well sys-
tems.  The equipment is basic: a hole drilled in the 
ground; a pump dropped down the hole suspended by 
the electrical service and piping for the water; and on-
demand water being pumped up to the surface and 
being stored in an above-ground tank or delivered to 
its point of use. A simple system, yes, but critical to a 
properly-functioning home that may depend on that 
well system as its only source of water. 

A deficient system can deprive a household of ade-
quate water. It can also be quite expensive to repair. A 
contaminated well can sicken people in the home. To 
help protect the client and avoid these scenarios, the 
inspector should ensure two things: 

 The well system is capable of delivering 
sufficient water to the home; and  

 The water delivered to the home is safe to 
use and consume. 

To ensure that the system is capable of delivering suffi-
cient water, the inspector should evaluate proper op-
eration of equipment such as the pump, storage tank, 
pressure switch, and piping. While the inspector is not 
required to test the water for contamination, the in-
spector should either arrange to have the water tested 
or should recommend to the client that the water be 
tested for contaminants, such as coliform bacteria. 

As in all systems in the home, the inspector should be 
properly trained prior to inspecting private well sys-
tems. While TREC does not specify what training is re-
quired in order to qualify oneself to inspect well sys-
tems, it is incumbent on the inspector to ensure that 
he or she is sufficiently trained prior to inspecting pri-
vate water wells as part of a home inspection.  

 

Private Sewage Disposal (Septic) 

Septic systems are an emerging field for inspectors.  
Oddly, they are regulated by TCEQ in all areas except 
inspections. Septic system inspections can be per-
formed by home inspectors but require additional 
training. Most inspectors who perform septic system 
inspections are certified by a national trade association 
that provides training on the protocols of a proper in-
spection. Periodic continuing education is often re-
quired to ensure that inspectors keep up with industry 
innovations. They also provide an accreditation to 

show consumers they are competent to comply with 
known industry standards. 

Overview of Optional Systems SOPs 

Note that an inspector is not required to inspect the 
components or systems described under this section.  
Also, if an inspector agrees to inspect a component or 
system described under this section, the general provi-
sions under §535.227 of this title and the provisions 
and requirements of this section applicable to that 
component or system apply. 

Landscape irrigation (sprinkler) systems 
 the inspector shall: 

ο manually operate all zones or stations on 
the system through the controller; 

ο report as Deficient: 

▪ the absence of a rain or moisture 

sensor, 

▪ inoperative zone valves; 

▪ surface water leaks; 

▪ the absence of a backflow preven-

tion device; 

▪ the absence of shut-off valves be-

tween the water meter and back-
flow device; 

▪ deficiencies in the performance 

and mounting of the controller; 

▪ missing or damaged components; 

and 

▪ deficiencies in the performance of 

the water emission devices; such 
as, sprayer heads, rotary sprinkler 
heads, bubblers or drip lines. 

 The inspector is not required to inspect: 
ο for effective coverage of the irrigation sys-

tem; 
ο the automatic function of the controller; 
ο the effectiveness of the sensors; such as, 

rain, moisture, wind, flow or freeze sen-
sors; or 

ο sizing and effectiveness of backflow pre-
vention device. 
 

Swimming pools, spas, hot tubs, and equipment, 
 the inspector shall. 

ο report the type of construction; 
ο report as Deficient: 
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▪ a pump motor, blower, or other

electrical equipment that lacks
bonding;

▪ the absence of or deficiencies in

safety barriers;

▪ water leaks in above-ground pipes

and equipment;

▪ the absence or failure in perfor-

mance of ground-fault circuit inter-
rupter protection devices; and

▪ deficiencies in:

 surfaces; 
 tiles, coping, and decks; 
 slides, steps, diving boards, 

handrails, and other equip-
ment; 

 drains, skimmers, and 
valves; 

 filters, gauges, pumps, mo-
tors, controls, and sweeps; 

 lighting fixtures; and 
 the pool heater that these 

standards of practice re-
quire to be reported for the 
heating system. 

 The inspector is not required to:
ο disassemble filters or dismantle or other-

wise open any components or lines; 
ο operate valves; 
ο uncover or excavate any lines or concealed 

components of the system; 
ο fill the pool, spa, or hot tub with water; 
ο inspect any system that has been winter-

ized, shut down, or otherwise secured; 
ο determine the presence of sub-surface wa-

ter tables; 
ο determine the effectiveness of entrapment 

covers; 
ο determine the presence of pool shell or sub

-surface leaks; or
ο inspect ancillary equipment such as com-

puter controls, covers, chlorinators or other 
chemical dispensers, or water ionization 
devices or conditioners other than required 
by this section. 

Outbuildings 
 The inspector shall report as Deficient

ο  the absence or failure in performance of 
ground-fault circuit interrupter protection 
devices in grade-level portions of unfin-

ished accessory buildings used for storage 
or work areas, boathouses, and boat hoists; 
and 

 The inspector shall report as Deficient
ο deficiencies in the structural, electrical, 

plumbing, heating, ventilation, and cooling 
systems that these standards of practice 
require to be reported for the principal 
building. 

Private Water Wells 
 The inspector shall:

ο operate at least two fixtures simultaneous-
ly; 

ο recommend or arrange to have performed 
coliform testing; 

ο report: 

▪ the type of pump and storage

equipment;

▪ the proximity of any known septic

system;
ο report as Deficient deficiencies in: 

▪ water pressure and flow and per-

formance of pressure switches;

▪ the condition of accessible equip-

ment and components; and

▪ the well head, including improper

site drainage and clearances.
 The inspector is not required to:

ο open, uncover, or remove the pump, heads, 
screens, lines, or other components of the 
system; 

ο determine the reliability of the water sup-
ply or source; or 

ο locate or verify underground water leaks. 

Private Sewage Disposal (Septic) Systems 
 The inspector shall:

ο report:

▪ the type of system;

▪ the location of the drain or distribution

field;

▪ the proximity of any known water wells,

underground cisterns, water supply lines,
bodies of water, sharp slopes or breaks,
easement lines, property lines, soil absorp-
tion systems, swimming pools, or sprinkler
systems;

ο report as Deficient: 
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▪ visual or olfactory evidence of effluent 

seepage or flow at the surface of the 
ground; 

▪ inoperative aerators or dosing pumps; and 

▪ deficiencies in: 

 accessible components; 
 functional flow; 
 site drainage and clearances 

around or adjacent to the system; 
and 

 the aerobic discharge system. 

 The inspector is not required to: 
ο excavate or uncover the system or its compo-

nents; 
ο determine the size, adequacy, or efficiency of 

the system; or 
ο determine the type of construction used. 
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Standard Report Form 
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Consumer Protection Notice (Form CN 1-3) 
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“Inspector on Premises” Sign 

Attention!!! 
Home Inspection in Progress 

 

A licensed TREC real estate inspector 

is on the property. 

 

My name is ___________________________  

 

Unauthorized persons are not allowed on the 

property. 

 

If you need assistance, please call my office at 

___-___-____ 

 

Inspection should be complete by ____:_____   
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Optional Equipment 

TREC rule §535.227 explains that an inspection is a limited visual survey and basic performance evaluation of 

the systems and components of a building using normal controls that provides information regarding the 

general condition of a residence at the time of inspection.  The inspection does not require the use of spe-

cialized equipment. However, some inspectors may choose to use some of the equipment listed below.   

Tool Box 

Voltage Continuity Tester 

GFCI Tester 

Voltage Sensor (Ultimate AC Sensor) 

Insulated Screw drivers Phillips and Flathead 

Flashlight (Streamlite) 

Ratchet driver and ratchets ¼, 5/16, 3/8) 

Klein Flathead Screwdriver 

Mirror 36” extending handle 

Razor knife 

25 foot tape measure 

Gas Log Starter Key 

Channel Locks 

Water Key / Wrench 

Water Pressure (PSI) Gauge 

Infrared Thermometer 

Gas Leak Detector 

Moisture Meter (Survey Master) 

Lighter for gas logs 

Little Giant Ladder 

Extension Rod for Smoke Alarm 

Zip-Level 

Sharpie (Black) 

Shower Stopper 

Flat rubber stopper 

Kitchen Sink stopper 

MicroChek (Microwave leak detector) 

Disposal Key 
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Crawl Suit / Dickies Coveralls 

Shoe Covers 

  

Computer 

Keyboard, Mouse & Stylus 

Computer case 

Computer Bag 

Camera Bag 

Digital Camera 

SD Card 

USB / SD Thumb Drive 

  

Supra Key Card or Ekey 

  

Flir Camera 

Drill Motor 

Tramex moisture meter 
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Helpful Links 

Inspector Rules (including SOPs) 

https://www.trec.texas.gov/agency-information/rules-and-laws/trec-rules#sectionchapter.r 

Pocket SOP 

https://www.trec.texas.gov/forms/inspector-sop-pocket-edition 

Texas Real Estate Inspector Committee 

https://www.trec.texas.gov/about-commission/inspector-committee 

Property Inspection Report (Standard Report Form) 

https://www.trec.texas.gov/forms/property-inspection-report-0 

Consumer Protection Notice https://www.trec.texas.gov/

forms/consumer-protection-notice 

Disciplinary Actions 

https://www.trec.texas.gov/apps/disciplinary-actions/?page=1 

FAQ’s 

https://www.trec.texas.gov/public/frequently-asked-questions 

TREC Advisor 

https://www.trec.texas.gov/news-articles 

Commission & Committee Meeting Schedules 

https://www.trec.texas.gov/apps/meetings/ 
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